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In the course, Forensic Mapping using CAD Zone, the student will 

learn from lecture examples and hands on experience allowing 

them to generate immediate results. Instruction is included for 

creating scaled diagrams of collision or crime scenes. 

The Crash Zone and Crime Zone programs are exactly the same 

program except for the title so just install one title only to avoid 

program conflicts. Both titles provide the complete crash, crime 

and marine scene symbol libraries. All you do is set the symbol 

ƭƛōǊŀǊȅ ȅƻǳ ǿƛǎƘ ǘƻ ǳǎŜ ǳƴŘŜǊ ǘƘŜ ά{ȅƳōƻƭ DǊƻǳǇέ ŀǘ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ 

symbol tool bar. 

Entry Level Standards: 

Students should have completed a basic accident investigation, 

crime scene investigation or forensic mapping course and know how 

to draw scaled diagrams by hand. In addition, a basic understanding 

of the Microsoft Windows operating system, computer file man-

agement, mouse control and keyboard commands. 

 

 

 

 

 

 

 

This manual was compiled by Detective William Redfairn of the Las 

Vegas Metropolitan Police Department. Sections of this document 

incorporate the online manual written by Derik White and Bruce 

Elliot as well as training material written by Anna Rustau. 

  

 

 

 

 

 

 

The CAD Zone, Inc. was 

established in 1991 and 

specializes in Public Safety 

software. It is privately 

owned and based in Bea-

verton, Oregon. 

 

Website: 

www.cadzone.com 

 

Free Technical Support: 

1-800-641-9077 or 

info@cadzone.com 

 

http://www.cadzone.com/
mailto:info@cadzone.com
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Basic Crash / Crime Zone 

Lesson 1 ɀ Diagram Program Work Environment  

The Program Screen 

 

Title Bar: Software, version number and drawing name are displayed in the blue bar and also command 

prompts appear to remind you what the next steps are. 

Menu Bar:  Pull down menu of all the program commands. These commands are also available in a but-

ton Icon format in the Left Side Tool Box or 2-letter shortcuts as shown. 

Speed/Setting Bar:  Command shortcuts for basic Windows functions to open, create new drawing, 

copy/paste, save, undo, redo, properties display drawing aids and viewing tools. The command bar re-

mains the same during all 2D view operations. 

Message Bar:  The yellow colored Status/Message Bar is the last line at the bottom of the CAD Zone 

Window and provides some VERY useful functions. 

The Message Bar on the lower left side has 3 functions: 

Title Bar Menu Bar Speed and Setting Bar 

Drawing Area 

Left Tool Box 

Message Bar 
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1. As you perform the various commands, the Message Bar will give you step-by-step instructions 

to complete the task. The CAD Zone system will be much easier to learn and use if you follow 

the instructions as they appear on the Status/Message Bar. 

2. You can click on an object and it display Object Properties (length, angle, etc.). 

3. It is also the Command Line where you can see any typed commands such as the two-letter 

shortcuts or type in a value to define a distance. 

On the lower RIGHT side, there is a dynamic Angle-Distance and a XY Coordinate display that allows 

you to view these properties as you are drawing. 

Drawing Area  

The Drawing Area is the area that covers the center portion of the screen. This is the area where you 

draw your scaled diagram. 

There are also Viewing Tools on the Speed bar at the top to help you maneuver about the drawing area. 

There are also scroll bars at the right and bottom of the Drawing Window that enable you to scroll 

(move up/down or side-to-side) when the drawing is too large to fit in the viewing area. 

Mouse Pointer 

Almost all operations you do will be with the Left mouse button. The mouse pointer starts as an arrow 

pointer but will change depending on which feature you are using. 

The Arrow Pointer is the default pointer and when your mouse pointer looks like an arrow, you 

ŀǊŜ ƛƴ άǎŜƭŜŎǘƛƻƴ ƳƻŘŜέ ǿƘƛŎƘ ƳŜŀƴǎ ȅƻǳ Ŏŀƴ ǎŜƭŜŎǘ ŀƴ ƻōƧŜŎǘ ƛƴ ǘƘŜ ŘǊŀǿƛƴƎ ƻŦ ǎŜƭŜŎǘ ŀ Ŏƻm-

mand icon from the toolbars. 

If the mouse pointer looks like a cross hair, you are performing a command. 

 

If the mouse pointer looks like a cross hair enclosed in a circle, Auto Snap is turned on. When 

you have auto snap turned on, the cursor will snap to a point, line or object within the target 

circle so you can draw with precision. To turn auto snap on or off, click the red magnet icon on the 

speed bar. 

The four-sided arrow allows you to Move the selected object(s). 

 

Small blue boxes are Grips (handles) that allow you to stretch or rotate objects. 
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Red Rotation Handle is the square and the target is the pivot point. 

 

 

 

 

 

 

 

 

Opening Screen Options 

 

 

 

Selecting this button gives you options for opening a previous drawing. 

 

Selecting this button gives you options for starting a new drawing. 
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Selecting this button takes you to the learning center where you will find tutorials, mov-

ies, a manual, as well as other helpful learning tools. 

 

File Save Location 

Go to Utilities > Settings > Paths 

Use special folders. If this box at the bottom of the Paths tab is checked then the program will re-direct 

all diagram program settings, diagrams, and images under My Documents. This feature was designed to 

work with the growing number of Network systems that are locked down and do not allow the user to 

save or write to their C drive except for designated area such as My Documents. This setting Saves work 

to: C:\ Documents and Settings\ Your Name\ My Documents\ My Cad Zone\ Diagrams. 

Unchecked saves files to: C:\ Program Files\ CAD Zone\ Crash (Crime) Zone 8\ Diagrams 

Lock All Paths. Check this box to maintain the path currently set. If un-checked, path will change to 

match the path a file was opened from or saved to. 

Save to Original Folder This allows you to work in other directories not set as defaults. 

Program Settings & Tools That Make Drawing Easier 

Ortho Icon ƭƻƻƪǎ ƭƛƪŜ ŀ ǎƳŀƭƭ ŎŀǊǇŜƴǘŜǊΩǎ ǎǉǳŀǊŜ ǎƻ ȅƻǳ Ŏŀƴ ǘƘƛƴƪ ƻŦ ƛǘ ŦƻǊ ŘǊŀǿƛƴƎ ǎǘǊŀƛƎƘǘ ƭƛƴŜǎ ŀƴŘ ǇŜr-

fect 90 degree corners and 45 degree angles. Holding your shift key temporarily puts into Ortho Mode 

without using the button. 

Ortho Trap ǿƛƭƭ άǘǊŀǇέ ȅƻǳǊ ƳƻǳǎŜ ƳƻǾŜƳŜƴǘ ǿƘŜƴ ŘǊŀǿƛƴƎ ŀ ƭƛƴŜ ŀǘ лΣ пр ƻǊ фл ŘŜƎǊŜŜǎ 

when your mouse gets close (not as restricting as the ortho mode). 

Auto Snap icon looks like a horseshoe magnet. It allows precise drawing and measuring to 

άǎƴŀǇέ ƻƴǘƻ ŀ Ǉƻƛƴǘ ƻǊ ŜȄŀŎǘ ŜƴŘ ƻŦ ŀ ƭƛƴŜΦ 

LŦ ǘƘŜǎŜ LŎƻƴǎ ŀǊŜ ǘǳǊƴŜŘ ƻƴΣ ǘƘŜȅ ǿƛƭƭ ƭƻƻƪ άǇǊŜǎǎŜŘ ƛƴέ ŀƴŘ ƭƛƎƘǘ ǳǇ ƛƴ ŀ ƎǊŜŜƴ ŎƻƭƻǊΦ 

 

Useful Tips ɀ The following is a list of useful keys on the Keyboard 

1. The ESC ƪŜȅ Ŏŀƴ ōŜ ǳǎŜŘ ǘƻ άōŀŎƪ-ǳǇέ ƻǊ άōŀŎƪ-ƻǳǘέ ǿƘŜƴ ŘƻƛƴƎ ŀ ŎƻƳƳŀƴŘΦ !ƭǎƻ ŘƻǳōƭŜ ŎƭƛŎk-

ing will end some commands or you can use the right click menu. 

2. Pressing the Space Bar will repeat the previous CAD Zone command. 

3. You can point to any Icon on a Toolbar with the mouse pointer for a description tool tip of that 

command is associated with that Icon. 
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4. If you cursor seems to disappear when you are trying to move it, then you are in the middle of a 

command. Clicking the Left Mouse button or hitting the ESC key a few times will usually get 

your cursor back and close out the command. 

5. Remember to use the Undo and Redo  commands located on the Speed bar if you make 

a mistake. 

6. Command Line is a yellow line at the bottom left and is very important since it will prompt you 

for the next steps required for the command and will help you learn the program. 

It also displays Object Properties so if you click on an object and keep your mouse cursor near it, 

then you can view length, angle, and layer on the command line. Selecting an object and typing 

άhLέ (Object Information) also displays object properties for that item. 

7. Angle-Distance and XY Coordinates display dynamically at the bottom right in the yellow bar. 

You can use this to guide you when drawing lines, moving object, etc. 

Left-Hand Toolbox 

While all of the commands can be found on the Pull-Down menus, the left-hand toolbox offers a quicker 

way to select many of the most commonly used commands. The commands found on the toolbox are 

ŀǊǊŀƛƎƴŜŘ ƛƴ ά.ƛƴǎ ƻǊ ¢ƻƻƭ 5ǊŀǿŜǊέ ǿƘŜǊŜ ǘƘŜǊŜ ŀǊŜ ƎǊƻǳǇǎ ƻŦ ǎƛƳƛƭŀǊ ŦŜŀǘǳǊŜǎ Ƨǳǎǘ ŀǎ ǘƘŜ ŎƻƳƳŀƴŘǎ ŀǊŜ 

arraigned on the pull-down menus. 

Selecting Commands ɀ Three Methods you can combine 

1. Left Toolbox and Top Speed buttons (visual and easy to 

remember) 

2. Pull Down Menus (need more steps than using buttons) 

3. Typed Keyboard Shortcuts. There are two-letter codes for 

every command in the program. (Displayed beside the 

command.) Typed into command line down in the lower left 

corner of the screen. 

Lesson 2 ɀ Selecting Objects and Selection Tools 

To modify object on screen you need to select the object(s) first. You can click on them using your left 

ƳƻǳǎŜ ōǳǘǘƻƴ ƻǊ ǳǎŜ ȅƻǳǊ ƳƻǳǎŜ ǘƻ ŘǊŀǿ ŀ άǿƛƴŘƻǿέ ōƻȄ ƻƴ ǎŎǊŜŜƴ ǘƻ ǎŜƭŜŎǘ ƳǳƭǘƛǇƭŜ ƻōƧŜŎǘǎ ƛƴǎƛŘŜ ǘƘŜ 

box. The selected objects will highlight magenta in color to let you know what has been selected. 

For multiple selections, hold down the Ctrl or Shift button while using your left mouse to select multiple 

objects. Click on a highlighted object to unselect an object when needed. 

If you forget to pick your object first and selected an edit or modify command, a Selection Bar similar to 

the one below may appear prompting you with options on various ways of selecting your object. (It can 

TIP 

For maximum efficiency, combine me-

thods such as using buttons and a hand-

ful of the two-letter shortcuts for the 

most common commands you use. 
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be a bit confusing when you are starting off, so try to remember to pick the object first before using 

many of the editing commands.) 

 

Exercise 

Open an existing diagram from the sample drawings and perform the following concepts. 

1. To edit (or modify) objects in your drawing, they must first be selected. Click on an object or use 

the drag window selection method to select an object. 

a. Dragging the window from left to right selects only the objects fully enclosed inside the 

window. 

b. Dragging the window from right to left selects everything touched inside the the win-

dow. 

2. When objects are selected, they change to a magenta color and they are enclosed in eight blue 

Handles or Grips. Using the corner grips stretches the SIZE changing the XY axis proportionally. 

The side grips stretch in one direction. 

3. To Rotate your object you can use the Red Rotational handle that pivots around the red target 

point. You can put your mouse on and drag the target (pivot) point to a corner if desired and 

then this becomes the new pivot point. 

4. When you point to a selected object with the cursor, you will see a four-headed arrow attached 

to the cursor. When this happens, you can hold down the left mouse button and Move the ob-

ject. Let go of the left mouse to drop into place. 

 

If you need precision when moving an object ς such as snapping to a point, use the 

Move command found on the Quick Pick tool bar. The two-letter shortcut for this is 

άa±έ ǘƻ ōǊƛƴƎ ǘƘƛǎ ƻption up. 

Lesson 3 ɀ View Commands 

 

There are several different View Commands available in the top speed bar, which allow you to maneuv-

er around in your work and view your diagram. It is best to be zoomed in closer when you are working in 

an area to be more precise in what you are doing. 
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Exercise 

Using the sample drawing from Exercise 2, practice the following concepts. 

Redraw ς cleans up the screen by clearing up any stray marks or reference lines that were left by 

editing or erasing. 

Zoom Window ς use your mouse to define the area you 

want a close up of to make the object inside appear larger 

and hide the outside part from view. 

Zoom to Extents ς causes all the objects in your diagram to 

be displayed on screen. 

Zoom In/Out ς increases or decreases you screen view. 

 

Zoom Previous ς takes you back to the previous view. 

Pan Drawing View ς turns ȅƻǳ ƳƻǳǎŜ ƛƴǘƻ ŀ άIŀƴŘέ ǘƻ ƳƻǾŜ ǘƘŜ ŘǊŀǿƛƴƎ ŀǊƻǳƴŘ ȅƻǳǊ ǎŎǊŜŜƴΦ 

Use the ESC key or select command to end the pan function. The Scroll Bars on the side and bot-

tom of the screen also moves the drawing area. 

#!$ :ÏÎÅȭÓ Ȱ4ÏÏÌ $ÒÁ×Óȱ ÏÒ 4ÏÏÌ "ÉÎÓ 

 

 

 

 

 

 

 

 

 

 

NOTE 

If you have a MOUSE with a ROLLER WHEEL, 

you can use the wheel to zoom in and out 

quickly to where your mouse is on the 

screen. If your mouse does not have this 

active, you can go to your mouse setting in 

the Windows Control Panel and activate it. 
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This menu option is located on the lower left side of your computer screen. It is used to quickly bring up 

a set of related tools in the Quick Pick menu above this toolbox.  

 

Quick Pick Menu 

 

Easy Tools: Easy Lines, Coordinate Data Table Entry, Room, Door, 

Stair/Ramp and Roof building tools, automated Intersection and 

Streets, Vehicle Specs Database, Basic and Advanced 3D Body Poser 

and Border. 

 

Common Drawing Tools for lines, splines, arcs, etc. 

 

Text, Dimensions and Bubble Labels 

 

Object Editing Tools, Copy, Delate, Front/Back order and Insert Digital 

Images. 

 

Lesson 4 - Auto Snaps 

The Auto Snaps icon looks like a horseshoe shaped magnet. This feature allows you to draw with 

exact precision by attaching line work to existing lines and points. It is also used for correct di-

ƳŜƴǎƛƻƴƛƴƎ ǘƻ άǎƴŀǇέ ƻƴǘƻ ŀ Ǉƻƛƴǘ ƻǊ ŜȄŀŎǘ ŜƴŘ ƻŦ ŀ ƭƛƴŜΦ Snaps are very important when doing 3D work 

to apply your Z elevation to lines and points. 

You can always know when Auto Snaps is ON, the cursor will be a cross hair enclosed in a circle. 

When Auto Snaps is off, there will be no circle. 

With Auto Snaps turned on, a snap is performed if there is any part of the object inside the target cursor 

(circle). If there is no endpoint or object within the Auto Saps cursor, the point is placed at the cursor 

location without snapping. 
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Exercise 

Continue with the sample diagram from exercise 3. Make sure the Ortho draw icon is turned off so your 

mouse is free to move in any direction. 

Use the Single Line command to create two separate lines aligned horizontally across from each other 

with space between them as shown below. 

 

1. Turn on the Auto Snap function 

2. Use single line command again. Click on one end of the line making sure the end is inside the 

Auto Snaps target and then click on the other line to join them. 

3. The line should now look like it is one solid line, however, it is three separate lines connected 

together to form one line. Left click in different parts of the line to see the selection handles sur-

round the different section of the line. 

 

Lesson 5 ɀ Drawing Basic Objects 

These are the various Drawing Commands located in the Quick Pick 

menu. These can be used to manually draw lines, circles, boxes, curves, 

arcs, double lines and leaders (straight and curved) for labeling. 

 

Exercise 

1. Start a new drawing by closing the current drawing (click NO when asked to save the drawing) 

and then click the New Drawing command in the Speed and Settings Bar. 

2. Select the 2-Point Rectangle command from the left-hand Quick Pick toolbox. 

3. Click first point somewhere in your drawing area. Now look to the lower left yellow command 

line that prompts you to define the second point of the rectangle. 

4. Look at the distance read-out (X and Y measurement at the bottom right) to see how far you 

have moved your cursor. The X measurement is the horizontal distance and the Y measurement 

is the vertical distance you have moved since the last click of your mouse. Try to make the X and 

Y distance read 50 feet exactly. 

You will quickly see that with this method it takes a steady hand and a considerable amount of time to 

create an abject to an exact size. bƻǿ ƭŜǘΩǎ ƭƻƻƪ ŀǘ ǎƻƳŜ ŜŀǎƛŜǊ ǿŀȅǎ ǘƻ ŘǊŀǿ ŀ ǊŜŎǘŀƴƎƭŜ ŀƴŘ ƻǘƘŜǊ ƻb-

ƧŜŎǘǎ Ŝŀǎƛƭȅ ŀƴŘ ƳƻǊŜ ŀŎŎǳǊŀǘŜƭȅΧ 
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Direct Distance Method Exercise 

1. Select the two-point rectangle command from the Quick Pick menu. 

2. Click once in the Drawing Area to place the lower left-hand corner of the rectangle. 

3. On the keyboard, type the width of the rectangle, a comma, and then the height. 

4. Press the Enter Key and the rectangle will be drawn with the exact measurements you entered. 

You can also use this method to draw other basic object such as line segments, continuous lines, circles, 

etc. 

¶ For a Line, you simply select the Single or continuous Line command, slick in the drawing area 

for the start point, and move the cursor in the direction you wish (see lower right yellow line to 

display angle). Once satisfied, type in the length of the line on the keyboard and press Enter to 

complete the command. 

Another option is a Single Line Vector. 

¶ Click a start point then type: length,<angle (i.e. 56,<34). Note that zero degrees is west and 

north is 90 degrees in the program. 

Exercise 

Use each command for assorted lines, circles, spline, arc and leaders. First draw using the mouse only, 

trying to draw a specific dimension, then try the same command using the direct distance method. 

Lesson 6 ɀ Ortho Angle Draw 

Ortho is an abbreviation for orthogonal, meaning at right angles or perpendicular. Much of 

your work consists of drawing lines, placing objects and text in exactly horizontal, vertical or 

diagonal directions. To make this easier, the system provides three icon tools that restrict the cursor 

movement. 

Using Ortho (Angle Draw)  

¢ƘŜ hǊǘƘƻ LŎƻƴ ƛǎ ƻƴ ǘƘŜ !ƴƎƭŜ .ŀǊ ŀƴŘ ƭƻƻƪǎ ƭƛƪŜ ŀ ŎŀǊǇŜƴǘŜǊΩǎ ǎǉǳŀǊŜ ŦƻǊ ǊŜǎǘǊƛŎǘŜŘ л ŀƴŘ фл ŘŜƎǊŜŜ 

movement and the the right is the Angle 45 Icon. You turn the Angle Draw ON by selecting either the 

Angle 90 or the Angle 45 Icon; they will display a green background and will constrain the movement of 

your cursor. 

Exercise 

1. Select the Angle 90 Icon so the cursor will only move in a horizontal or vertical direction. (Note: 

you can turn this function of/off while using a drawing command.) 

2. Select the Continuous Line command which will allow you to draw a series of connect 
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lines. 

3. The point where you first click with the mouse pointer in your drawing area is the point from 

which you can move the cursor horizontally or vertically to define the direction you want to 

draw your lines. 

4. After you click your starting point, move your mouse up/down or to one side and you will see 

ǘƘŜ ƭƛƴŜ ǿƻǊƪ άǊǳōōŜǊ ōŀƴŘέ ŀǎ ŀ ƎǊŜŜƴ ƎǳƛŘŜƭƛƴŜΦ /ƭƛŎƪ the mouse to define the end points and 

direction to draw a series of lines or shapes. 

5. wŜƳŜƳōŜǊ ǘƘŜ ά¦ƴŘƻ [ŀǎ hǇŜǊŀǘƛƻƴέ LŎƻƴ ŀƴŘ ǘƘŜ άwŜŘƻέ LŎƻƴǎ ƛŦ ȅƻǳ ƳŀŘŜ ŀƴ ŜǊǊƻǊ ŀƴŘ ƴŜŜŘ 

to go back. 

6. Turn off the Angle 90 Icon and Select the Angle 45 Icon. Now use the line command to draw two 

diagonal lines. 

7. Turn off the Angle 90 Icon and draw a single line. When Angle Draw is turned off, you can see 

that the cursor can be moves in any direction freely. 

You can use the Angle Draw feature to help draw, place or move 

items in a straight line. This feature is also very useful when placing 

text in your diagrams so the text will appear nice and straight.  

Lesson 7 ɀ Easy Lines 

You can also use the Easy Lines method to draw lines to precise 

measurements for walls of a building, vectors to show angle of 

ŘŜǇŀǊǘǳǊŜΣ ŜǘŎΦ Lƴ άbƻǊƳŀƭ aƻŘŜέ 9ŀǎȅ [ƛƴŜǎ ƭŜǘǎ ŘǊŀǿ ŀ Ŏƻƴǘƛƴǳƻǳǎ ƭƛƴŜ 

by entering a direction and distance for each one. 

START POINT ς SET ANGLE 

 

MOUSE CLICK ENTRY 

 

DATA ENTRY 

 LINES, MARKERS AND SURVEY MODE 

 3 MODES: NORMAL, BASELINE & TRIANGULATION 

 GO BACK TO REGULAR MENU 

 

TIP 

You can also use the Ȱ#ÎÔÒÌȱ key to fix 

the cursor in X and Y axis travel. 
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There are 3 Modes: Normal, Baseline and Triangulation, with any of them you must first click the bulls-

eye start button to pick your starting point. 

For the following exercise, we will use the Normal Mode that allows an Angle-Distance input. 

(We will cover the Baseline and Triangulation option in a later section.) 

The angle and distance input can be input using your keyboard or the built in keypad and your mouse. 

Exercise 

1. Open a New drawing and name it House 1. Set the units to feet and inches and the precision to 

0. 

2. Bring up the Easy Lines tool by clicking on the Easy Lines tool button in the left-hand 

toolbox. 

3. Check and make sure the Normal Mode is selected. 

4. To establish the starting point, click on the Bulls Eye Icon in the center of the Easy Lines 

toolbox. 

5. Click near the lower left of the drawing area for the starting point of the first line. 

6. Click on the up (N) direction arrow on the Easy Lines Toolbox. 

7. /ƭƛŎƪ опΩнέ ƻƴ ǘƘŜ ƴǳƳŜǊƛŎ ƪŜȅǇŀŘ ƻƴ ǘƘŜ ǘƻƻƭōƻȄΦ 

8. Click on the Line Draw button in the lower left of the toolbox and a line is drawn vertically on 

ǘƘŜ ǎŎǊŜŜƴ ǘƘŀǘ ƛǎ опΩнέ ƭƻƴƎΦ όwŜƳŜƳōŜǊ ǘƘŜ ŘǊŀǿƛƴƎ ƛǎ ǘƻ ǎŎŀle.) 

9. Now click the right (E) arrow to establish a new direction and type the length for the next line 

отΩмέ ŀǎ ƛƴ ǘƘŜ ŜȄŀƳǇƭŜ ōŜƭƻǿΦ 

Use the information in the following example to finish drawing connected lines to complete the outside 

of the building. 
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You can use any of the View or Scroll Bar commands while you are drawing lines so you can move 

around where you are working. 

If you wish to start drawing lines or markers from a new starting point, click on the Bulls Eye Icon in the 

middle of the angle arrows. This allows you to select a new Start Point for the next line segment. 

If the angle of a line you wish to draw is not represented by one of the arrow keys, simply click once in-

ǎƛŘŜ ǘƘŜ !ƴƎƭŜ ōƻȄ ά!έ ƻƴ ǘƘŜ ǘƻƻƭōƻȄ ŀƴŘ ǘƘŜƴ ŜƴǘŜǊ ǘƘŜ ŘŜǎƛǊŜŘ ŀƴƎƭŜ Ŧrom the numeric keypad or 

your regular keyboard. 

hƴŎŜ ȅƻǳ ŎƭƛŎƪ ƛƴǎƛŘŜ ǘƘŜ !ƴƎƭŜ ƻǊ 5ƛǎǘŀƴŎŜ ōƻȄΣ ǎŜƭŜŎǘ ǘƘŜ ά/έ ōǳǘǘƻƴ on the toolbox to clear the 

value that is currently displayed in that box. 

The undo arrow button ǊŜƳƻǾŜǎ ǘƘŜ ƭŀǎǘ ŜƴǘǊȅΦ ¢ƘŜ άwέ ōǳǘǘon repeats the same 

angle and distance as previously entered. 

Select various starting points by clicking the Bulls Eye then pick the direction and distance but this time 

use the red marks to show where walls and window will be added later as shown in the drawing below. 

We will add the doors and other features later. 
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Click the Back button to Exit this routine. Be sure to SAVE your diagram by clicking the 

diskette icon on the speed bar. Name your diagram Lesson 7. 

GRIDS as a Drawing Tool (located in the VIEW toolbox) 

Grids behave like electronic graph paper with snap setting to draw exactly 

to the points on the grid. It offers a fast way to sketch a building layout, 

room, parking lot, or other items with 

90 degree corners. 

{ŜǾŜǊŀƭ ƎǊƛŘ ǎǇŀŎƛƴƎ ƻǇǘƛƻƴǎ ǎǳŎƘ ŀǎ мέ ǘƻ млΩ ŀǊŜ ƻŦŦŜǊŜŘΦ wŜƳŜƳōŜǊ 

to turn off the grid when you are finished using them. 

 

Lesson 8 ɀ Easy Intersections  

The Easy Intersection wizard allows you to create simple or complex intersection easily and quick-

ly using the following wizard and then placing the intersection in the drawing area. 

TIP 

Do not count the grid dots; instead use 

the Angle-Distance shown at the bottom 

right to count for you to achieve the 

desired measurements. 
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Letter Reference to sections in the Easy Intersection Wizard: 

A. Intersection drawing area preview 

B. Street selection check boxes with number of lanes (click to increase/decrease) 

C. Template guides (starting template format) 

D. Lane Properties (width and line types) 

E. Roadway Features (adding details shown) 

F. Street Length slide bar, Options (settings) and Place (inserts the intersection into the drawing 

area) 

Easy Intersection Basics 

1. Each section of an intersection is referred to as a ά{ǘǊŜŜǘΦέ The Interstate signs with numbers 

denote each of the streets. 

2. 9ŀŎƘ ά{ǘǊŜŜǘέ ƛǎ ŎƻƳǇǊƛǎŜŘ ƻŦ ά[ŀƴŜǎΦέ 

3. ²ƘŜƴŜǾŜǊ ȅƻǳΩǾŜ ǎŜƭŜŎǘŜŘ ŀ ά[ŀƴŜέ ƻƴ ŀ ǎǘǊŜŜǘΣ ǘƘŜ ƛƴǘŜǊǎǘŀǘŜ ǎƛƎƴ ǿƛǘƘ ǘƘŀǘ ǎǘǊŜŜǘ ƴǳƳōŜǊ ǿƛƭƭ 

be displayed in the άtǊƻǇŜǊǘƛŜǎέ heading. 

4. /ƭƛŎƪ ƻƴ ŀ ά[ŀƴŜέ ŀƴŘ ŀŘŘ ŀƴȅ ƻŦ ǘƘŜ άCŜŀǘǳǊŜǎέ to it by checking one or more oŦ ǘƘŜ άCŜŀǘǳǊŜέ 

boxes. 

Quick Steps 

1. Start with one of the Pre-Built templates from the templates on the right side. 

2. Change the rotation of a street by moving your cursor while clicking on and holding down the 

red rotation handle. 

3. Click on a lane to select it. When selected, a lane will be highlighted green with a pink highlight 

on the associated lane line. The correct lane and lane line will be selected in the άtǊƻǇŜǊǘƛŜǎέ 

area of the dialog. There you can change the lane width and line type. 

4. Further modify the selected lane by checking the appropriate item from the άCŜŀǘǳǊŜǎέ area of 

the dialog. Features include turn bays, medians, turnouts, roundabouts, street names, cross-

walks, bypasses, driveways, turn arrows, etc. Features can be moved inside the lane with your 

cursor by clicking and holding down the blue rotation handle at the top of the lane. 

5. When the intersection is complete, click on the άtƭŀŎŜέ button to place it in the drawing area. 

Easy Intersection Tips 

1. Read the yellow tool tips bar at the top of the wizard when you use the round handles. 
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2. Clicking on the Crosswalk or Bypasses located left of the word will turn all four crosswalks or 

bypasses on or off depending on the current state. 

 

 

 

3. Holding down the Shift key while dragging the light blue bypass handles will scale all the by-

passes equally and simultaneously. 

4. All Features (turn lane, turn arrows, etc.) placed in a lane can be moved back away from the in-

tersection by grabbing the Blue Move Handle in the selected lane. 

 

 

 

 

 

 

 

 

 

5. Lane features such as bus turn outs, right turn bays, stop bars, etc., can 

be set for each individual lane in a road segment. Select the lane to be 

edited by clicking it on the preview window. The lane is highlighted 

green, and features added to them by checking the desired option from 

the feature list located in the lower-left of the toolbox. 

6. Clicking on the Options button brings up the Easy Intersection Options 

dialog box. This is used to change lane, crosswalk, turn bay, bus turnout 

and driveway settings. 
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Using Easy Intersection 

1. Select Easy Intersection from the Left-Hand Toolbox. 

2. Build the intersection you want by selecting a general starting Intersection Template from the 

right side. 

3. Check mark the interstate sign icons to turn a selected road segment ON or OFF.  

4. Click the arrows to increase or decrease the number of lanes in each segment. 

5. Use the Street Length slider to increase/decrease the overall length. 

6. To set the lane widths and line types, click on the lane segment you 

want to edit and use the edit box on the top left. 

7. Click and hold on the red rotation handle to adjust the angle of a section. 
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8. When you are satisfied with your intersection, click on 

the άtƭŀŎŜέ button to place the intersection in the draw-

ing area. At this point, you can manually edit and add 

more details, change line types, add symbols, buildings, 

text and dimensions. 

9. You can save your intersection in the Easy Intersection 

dialog by using the Save diskette button. You can open 

your intersection by using the Open Folder option. 

 

 

Lesson 9 ɀ Easy Street 

Automated Offsets Ideal for a Curved or Straight Section of Road 

 

1. First draw a curved line in the drawing area that will depict one side of the center line of the 

road you plan to draw using the Spline Curve draw command. 

2. Select the curved line so it is highlighted and turns a magenta color. 

3. Next click the ά9ŀǎȅ {ǘǊŜŜǘέ button from the Quick Pick menu dialog. The Easy Street dialog box 

below will appear. 

4. Set the number of lanes by checking the boxes for the number of lanes, set the widths (double 

click on width) and line type (pull down appears beside each row with line type). 

5. When satisfied with the preview shown at the top, click !ǇǇƭȅέ which will add parallel offsets to 

your curved line in the drawing area as shown below. 

 

 

 

 

 

 

 

 

NOTE 

Once you have placed your intersection 

you can only perform manual revisions. If 

you find you made an error, use the UNDO 

button right away to delete the placed 

intersection and reopen Easy Intersection, 

which saves your last settings while in the 

same drawing session. If you close the 

program, Easy Intersection resets itself. 
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This command will recalculate the radius for you with each offset. 

You can add a curved section into an Easy Intersection segment with this tool. 

Trouble Shooting Tip: If your results do not look similar to the example such as lines overlap, it means 

that you have drawn your main line too short or made the curves too sharp and do not reflect true 

scaled road dimensions. 

Lesson 10 ɀ EZ Body Poser and Bodies Tool 

3D Body Poser Button 

Body Poser is a complete tool for creating and posing realistic 3D bodies in your diagrams. The Body 

Poser toolbox allows you to automatically create and pose a body by selecting pre-set options and then 

ƳŀƴƛǇǳƭŀǘƛƴƎ ŀ ǿƛǊŜ ŦǊŀƳŜ άǎǘƛŎƪ-figuǊŜέ ǘƻ Ǉƻǎƛǘƛƻƴ ƛǘΦ ²ƘŜƴ ŦƛƴƛǎƘŜŘΣ ŀ ǊŜŀƭƛǎǘƛŎ н5 ǇƭŀŎŜ ǾƛŜǿ ƻŦ ǘƘŜ 

posed body is placed in the diagram. A 3D body reflecting the 2D pose appears when the 3D Viewer is 

opened. 
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Additionally, any body placed in your diagram can be further edited by selecting it in the 2D view and 

then clicking the EZ Body Poser toolbox or selecting the body and right clicking and selecting EZ Body 

Poser from the list. This feature allows you to adjust an existing body symbol without having to create 

and place a new one. Once ŦƛƴƛǎƘŜŘΣ ŎƭƛŎƪƛƴƎ ǘƘŜ άtƭŀŎŜέ ōǳǘǘƻƴ ǳǇŘŀǘŜǎ ǘƘŜ ǎŜƭŜŎǘŜŘ ōƻŘȅ ƛƴ ǘƘŜ ŘǊŀw-

ing to the new pose. 

Features on the Body Poser Toolbox 

Properties 

tǊƻǇŜǊǘƛŜǎ ŀǊŜ ǳǎŜŘ ǘƻ ŘŜŦƛƴŜ ǘƘŜ ōƻŘȅΩǎ ƎŜƴŘŜǊΣ ƘŜƛƎƘǘΣ ŀƴŘ ōǳƛƭŘ όƛƴŎƭǳŘƛƴƎ ǎƪŜƭŜǘŀƭύΦ hǘƘŜǊ ŦŜŀǘǳǊŜǎ 

that can be modified include skin tone and clothing color for pants, shirts, shoes, and gloves. 

 

 

Gender: Click to choose either Male, Female or Child 

Height: Click the arrow button to increase or decrease the height of the 

body in feet and inch increments 

Build: Choose from one of the four available builds 

 

Skin Tone: Use skin tones to add color to bodies created in Body Poser 

based on actual skin tones. Click the down arrow and the select a color on 

the palette and the color is applied to the model in the 3D preview window. 

(To add skin tone to a body created with the original Bodies toolbox, select 

it in the 2D view and then edit properties and choose a skin tone from the 

color palette [colors #134 to 143]). 

Color Palette: Use these color palettes to show they type and color of clothing, shoes and gloves found 

on the body. Choose a color from the drown-down palette menu to apply color to the model in the 3D 

preview window. 

NOTE: Changing the color of different body parts is used to represent clothing. No actual clothing are 

placed onto the body and only the surface color changes except in the case of shoes. When shoes are 

selected the feet are replaced with a generic shoe. 

Basic Poses: Click the icons to choose from fourteen different pre-posed bodies (Standing, 

laying on side, walking, running, sitting, driving, face up, face down, etc). Chose the position 

closest to the one you need to load it into the preview window, allowing you to modify and 

then place the body in your diagram. 
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Turn: ¢ƘŜ ά¢ǳǊƴέ ŦŜŀǘǳǊŜ ŀƭƭƻǿǎ ȅƻǳ ǘƻ ǊƻǘŀǘŜ ǘƘŜ head or hands using the 

slide control. Click the drop-down menu and choose which body part to 

rotate; the head, the left hand, or right hand. Use the slider bar and see 

the position move in the 3D view window. 

 

Elevation: Use this feature to elevate the body above the ground plane in 3D. For 

example, you may want to elevate the body to show it climbing stairs, a ladder, or 

positioned on a balcony or on furniture. Use the up and down arrows to enter a value in 6-inch incre-

ments or click in the field, type a value, and press Enter. You can use the 3D Builder button to elevate 

the body after it has been placed in your diagram. 

Custom Poses: This feature allows you to open and save custom poses that you have 

created with Body Poser. Once you create a body, you can assign a name and save it 

to the Custom Poses list for use later. 

 

 

 

View Windows: Three 2D view panels display the body as a stick figure 

with green control points at the joints used to rotate the various body 

segments. A fourth panel displays the body in 3D as it appears with 

features and options selected. 

 

 

¢ƻ ǇƻǎŜ ŀ ƭƛƳōΣ Ǉƻǎƛǘƛƻƴ ǘƘŜ ƳƻǳǎŜ ǇƻƛƴǘŜǊ ƛƴ ŀƴȅ ƻŦ ǘƘŜ ǎǘƛŎƪ ŦƛƎǳǊŜΩǎ ƎǊŜŜƴ ŎƻƴǘǊƻƭ ƘŀƴŘƭŜǎ in any of the 

three 2D windows. Hold down the left mouse button and drag your mouse to reposition the limb at the 

selected joint. 

 

 

 

 

 

     Starting Position         Finished Position                   Result 
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When a handle is selected, it turns dark blue and your mouse changes to a four-way 

arrow. 

!ŘŘƛǘƛƻƴŀƭƭȅΣ ǘƘŜ ǎŜƭŜŎǘŜŘ ƘŀƴŘƭŜΩǎ description appears (example right elbow) in the 

yellow prompt line at the top of each 2D panel. This is very helpful if the control 

points are close together and it is difficult to see which one is selected. The selected 

handle is also highlighted in the other two view windows, allowing you to easily track 

the changes in the model between the different views. 

Sometimes nodes may appear on top of each other in a 2D view making it difficult to select the one you 

want. Holding down the Control key (Ctrl) on your keyboard while selecting a node in one view allows 

you to keep that node selected and move between the different 2D windows without reselecting it. 

Drag the red triangle handle ƛƴ ǘƘŜ ŎŜƴǘŜǊ ƻŦ ŜŀŎƘ ǇƻǎŜ ǾƛŜǿ ǘƻ άtƛǾƻǘέ ǘƘŜ ŜƴǘƛǊŜ ōƻŘȅΦ tǊŜǎǎ ǘƘŜ 9ǎŎŀǇŜ 

ƪŜȅ ό9ǎŎύ ƻŦ ȅƻǳǊ ƪŜȅōƻŀǊŘ ǘƻ άǳƴŘƻέ ŀ ƭƛƳō ōŀŎƪ ǘƻ ƛǘǎ ǇǊŜǾƛƻǳǎ Ǉƻǎƛǘƛƻƴ ǿƘƛƭŜ ȅƻǳΩǊŜ ƛƴ ǘƘŜ ǇǊƻŎŜǎǎ ƻŦ 

moving it; you must continue holding your mouse on the selected handle and press without  letting up 

on the left mouse button. 

3D Controls Located on Lower Right Sidebar of Easy Body Poser 

Flip: Use this button to create a mirror image of the body when using a side view, walking, or sit-

ting body. For example, the άǿŀƭƪƛƴƎέ ōƻŘȅ ǎǿƛǘŎƘŜǎ ŦǊƻƳ ǊƛƎƘǘ ǘƻ ƭŜŦǘ ƭŜƎ ŦƻǊǿŀǊŘΦ 

Snapshot: ¦ǎŜ ǘƘŜ {ƴŀǇǎƘƻǘ ŎƻƳƳŀƴŘ ǘƻ ǘŀƪŜ ŀ άǇƘƻǘƻέ ƻŦ ǘƘŜ ŎǳǊǊŜƴǘ о5 ōƻŘȅ ǇƻǎŜΦ ¢ƘŜ ǎƴŀp-

shots are saved as jpg files in the Snapshots folder on your hard disk. 

Zoom: These button change your view in the 3D preview screen. 

 

3D Views: The Flat View buttons are used to generate a flat (2D) view from one of five speci-

fied sides: front, top, left, right, and back. The Isometric View buttons are used to display dif-

ferent sides of the body tilted at 30-degree angles. 

 

 

Options: Render Display ς These setting affect how the 3D model of the 

body is displayed and the majority of users will just stay with the program 

defaults. 
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Place: Click the Place button to place the posed body in the drawing area once you have 

selected all the options. 

Close: Click the Close button to close the Body Poser Dialog toolbox. 

 

Placing a body with Body Poser ɀ Exercise 

1. Open the Ex Body Poser from the Quick Pick menu. 

2. Pick the face up icon from the pre-posed body icons. A preview of the face up body will appear 

in the Body Poser toolbox. 

3. Pose the body by positioning your mouse pointer on one of the green nodes and dragging it to a 

new position. In this example, the right-leg and right-arm were repositioned. 

 

4. Select a Skin Tone from the drop-down palette. 

5. Choose the short-sleeve shirt and select a color from the drop-down palette. 

6. Choose the long-leg pants option and select a color from the drop-down palette. 

7. Choose the shoes option and select a color from the drip-down palette. 



FORENSIC MAPPING USING CAD ZONE 

 

24 Student Manual 

 

8. wƻǘŀǘŜ ǘƘŜ ƘŜŀŘ ǘƻ ǘƘŜ ǊƛƎƘǘ ōȅ ǎŜƭŜŎǘƛƴƎ άIŜŀŘέ ŦǊƻƳ ǘƘŜ ¢ǳǊƴ ŘǊƻǇ-down menu and moving 

the selection slide to the right. 

 

 

 

 

9. Click the Place button to close the Body Poser toolbox and move your mouse pointer into the 

drawing window. The mouse pointer appears with the posed body symbol attached to it.  

10. Click to set the ōƻŘȅΩǎ ŀƴŎƘƻǊ ǇƻƛƴǘΦ aƻǾŜ ǘƘŜ ƳƻǳǎŜ ǘƻ ǊƻǘŀǘŜ ǘƘŜ ōƻŘȅ ǘƻ the desired position 

and click again to finish placing it in your 2D drawing area. 

11. Click the 3D viewer icon located on the Speed bar to view the body in 3D. 

 

 

 

 

 

 

Click the Bodies icon from the Quick Pick toolbox to bring up the Bodies Dialog box. It allows you 

to place a person/body in a drawing and select gender, height, build type, and position. 

This was the original body poser before the new 3D EZ Body Poser making this toll almost obsolete. 

It is useful for DISMEMBERED bodies since the parts are easy to move separately. 

¶ Once the body is placed, you can modify the position and edit the color which will carry over to 

the 3D view also. 

¶ To bend an arm, leg, etc. select part(s) using shift and the left mouse button to pick them all. 

Move the pivot point to a joint area then use the rotate handle to rotate into place. You can re-

move or swap parts between body symbols also. You will find some pre-posed bodies in the 

Symbols directory. 

 

NOTE 

If needed, modify the body after placement 

by selecting it, and re-opening Body Poser. 

The selected body appears in Body Poser 

allowing you to modify it. When finished, 

click the Place button to automatically 

update the selected body in your diagram. 
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Lesson 11 ɀ Easy Stairs and Ramps 

Easy stairs is an easy-to-use tool for building stairs, ladders, and ramps in 2D and 3D. Five pre-drawn 

templates are provided to help you quickly get started. Choose between creating or converting them to 

ramps with just one click. Create accurate stairs by entering values for rise, tread and width of the steps, 

as well as the height and length of the staircase. 

Landings and different Railing types can be easily added with just one mouse click. Once the stairs are 

placed in the drawing, you may explode and modify them; the changes will appear in 3D without losing 

its 3D properties. 

To accurately create a diagram and 3D model of a stairway, you must have several measurements, in-

cluding riser (individual step height), tread (individual step depth), step width, and the number of steps. 

Alternative, you could measure the overall height and length and let the program calculate the mea-

surements for the individual steps. These diagrams show the different measurements as they are called 

in the Easy Stairs toolbox. 

 

Features on the Easy Stairs Toolbox 

 

Templates: Click the icons to choose the type of stairway. Choose from Single stairs, Up/Down 

stairs, Double Landing (L-shaped), Ladder, or Spiral. Once the template is selected, it is displayed 

in the preview window allowing you to modify or place it in the diagram. 
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Stairs and Ramp Checkboxes: Select a template to display it in the preview 

window. Change between creating stairs or a ramp by checking either the 

Stair or Ramp option. 

You can use the arrow buttons or click in any of these fields and type a val-

ue. After typing a value, press the Enter key to update the information. 

Stair #1: When building a double staircase with a landing between, click the 

arrow button to increase or decrease the number of stairs contained in sec-

tion1. 

Stair #2: Use the arrow button to increase or decrease the number of stairs 

contained in section2. 

In a double stairway, the Height and Length values are the measurements for only the lower section of 

stair (Stair #1). If you enter a value for Height or Length, the values for Riser and Tread are automatically 

re-calculated when you press the Enter key. This gives you another method of creating an accurate 

model of the stairs, depending on which measurements you have available. 

Use the Height field to enter an overall height for the lower section of 

stairs (Stairs #1). 

Use the Length field to enter an overall length of the lower section of 

stairs (Stairs #1). 

The Landing Length field is used to enter a measurement for the landing. If the stairway has two land-

ings, this value is applied to both. 

Elevation: Sets the elevation (the distance above or below the ground plane) 

of the stairs in 3D. For example, you may want to elevate a set of stairs to a 

second floor, or create basement stairs below the ground plane. 

You can create stairs below the ground plane by applying a negative value to the Riser or a negative val-

ue to the overall Height of the stairs. 

 

Preview Windows: The plan (top) and 3D preview windows display the stairs and mod-

ifications as you make them. You can place your cursor in the 3D preview window and 

drag the mouse to adjust the view of the 3D model. 
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Creating a Stairway with the Easy Stairs Toolbox ɀ Exercise 

1. Open Easy Stairs and Ramps from the Quick Pick menu. 

2. Click the Double Landing Icon from the template icons. 

3. Enter riser, tread, and width values for the steps. Use either the up/down arrow button, or type 

a value in each field and press the Enter key. 

4. Enter a value for the number of steps in each section of the stairway in the Stairs #1 and Stairs 

#2 fields. 

5. Click the down-arrow to display the color menu; choose a color for the stairs. 

6. Add railings from the Features section of the dialog and assign a height. 

 

 

 

 

 

 

 

 

7. Use the pre-set view icons or use your mouse to drag the 3D preview to show different views of 

the stairs. 

8. Click the Place button to close the Easy Stairs toolbox and move the mouse pointer into the 

drawing window. 

9. /ƭƛŎƪ ǘƘŜ ƭŜŦǘ ƳƻǳǎŜ ōǳǘǘƻƴ ǘƻ ǎŜǘ ǘƘŜ ǎȅƳōƻƭΩǎ ŀƴŎƘƻǊ ǇƻƛƴǘΦ aƻǾŜ ǘƘŜ ƳƻǳǎŜ ǘƻ ǊƻǘŀǘŜ ǘƘŜ 

symbol to the desired rotation and click the left mouse button to finish placing the symbol. 
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Lesson 12 ɀ Easy Builder and Auto-Dimensions 

This toolbox lets you select a basic building shape and enter the length of each wall. You can even select 

to automatically dimension the side of the building and place text. 

Exercise 

1. Start a new drawing by clicking on the New button in the Speed Bar. 

2. Select the Easy Builder icon from the left-hand toolbox. 

3. Select a building shape. 

4. To specify the length of the walls, you can either enter the measurements in the text entry box-

es or use the mouse in the preview window to drag the wall to a new size. 

5. Click the Mirror and Rotate buttons on the right side of the toolbox to adjust the orientation of 

the building. 

6. You can automatically dimension all of the walls by checking the Auto Dimension box on the 

lower left of the toolbox. Click the big or small letter A button to change the size of the text. 

7. When the building looks exactly the way you want it, click the Place button and click in the dia-

gram where you want it. 

8. Save your diagram and name it Lesson 12. 

 

 

 

 

 

 

 

 

 

 

Faster Alternate Building Foot Print Drawing Method  

Turn on the Ortho 90 angle. Click on the Continuous Line command and click your starting point in the 

Drawing Area. Now use the mouse to point in a direction and type your desired distance. Continue going 

around pointing and typing your distances until all walls are done. 
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Lesson 13 ɀ Doors and Windows 

The CAD Zone program features specialized tools for placing doors, windows and opening in walls. Use 

this tool to snap the door, window or an opening exactly onto the wall in 2D or 3D if desired. 

Exercise 

1. Open the drawing Lesson 7. 

2. Open the Doors and Windows toolbox. 

3. Click the up or down arrow to set the door width or type the value in the 

box. 

4. Enter the values for the height and footer height of the door. These val-

ues are only used if you plan to view your diagram in 3D. 

5. Click the Place button. 

6. Click first on the desired wall to select it. 

7. Left click again to show the hinge point. 

8. Move the cursor across the wall to see how it affects the door swing. 

When you like the swing, left click to finish. 

9. To remove a door, window, or opening placed with this tool, click the 

Remove and Repair button at the bottom of the toolbox, and then click 

the item to remove. 

10. Finish placing doors and windows in the rest of your diagram. 

11. Once completed, save the changes to your diagram. 

¢ƻ ǇƭŀŎŜ ŀ ǿƛƴŘƻǿΣ ȅƻǳ Ƨǳǎǘ ǊŜǇŜŀǘ ǘƘŜ ŀōƻǾŜ ǎǘŜǇǎ ŀŦǘŜǊ ŎƘŜŎƪƛƴƎ ǘƘŜ άtƭŀŎŜ ²ƛƴŘƻǿέ ōƻȄΦ 

{ƛƳƛƭŀǊƭȅΣ ŎƘŜŎƪ ǘƘŜ άtƭŀŎŜ hǇŜƴƛƴƎέ ōƻȄ ǘƻ ǇƭŀŎŜ ŀƴ ƻǇŜƴƛƴƎ ƛƴ ŀ ǿŀƭƭΦ ¸ƻǳ Ŏŀƴ ǳse this option to make a 

door or window opening and then use one of the door or window symbols if your want a precise posi-

tion and color. 

As you are using these features, look at the message bar at the bottom of the screen for instructions on 

what to do next. 

Lesson 14 ɀ Adding and Editing Text  

The Quick Text feature is used to label objects and place text in your diagram. The dialog box 

gives you option for adjusting the height of your text, centering your text, make your text bold, repeat-

ing your text, and adding an arrow leader to your text. 
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 Typing and Text Display Area 

 Expand Typing Area 

 Size Text Buttons 

 

 Add / Remove From List of Frequently Used Items 

 

 

 Select Font, Color, Style, etc. 

 

Exercise 

1. Open the diagram Lesson 7. 

2. Select the Quick Text command. (¢ƘŜ άCƭƻŀǘƛƴƎ ¢ƻƻƭōƻȄέ Ŏŀƴ ōŜ ƳƻǾŜŘ ŀǊƻǳƴŘ ȅƻǳǊ ǎŎǊŜŜƴ ōȅ 

clicking and dragging it to the desired location.) 

3. Enter the desired text in the text entry box or click on one of the pre-defined labels to place it. 

(You can add/remove labels to customize your frequently used text list.) 

4. Move the cursor back into the drawing window to see an outline box showing preview size of 

the text. To adjust its size, repeatedly click the big ά!έ or small ά!έ button on the toolbox. 

5. Left click once to anchor the text, move the cursor to rotate it to the desired angle then left click 

again to finish. Turn Ortho Angle 90 on for horizontal or vertical placement. 

6. Turn on ά{Ƙƻǿ !ǊǊƻǿέ to add text with a leader. 

7. Turn on άwŜǇŜŀǘέ if you want to place the same text in several locations. 

8. Continue to add text to your diagram. Practice adding some horizontal and some rotated text. 

9. When completed save your diagram. 

To Edit Text that has already been placed, click the selected text and then select the Edit command on 

the left hand toolbox. The text will be shown in the Text Edit screen so it can now be edited. Be sure to 

click OK to complete and apply your changes. 

Using Bubble Text 

The Diagram Program allows you to place Bubble Text άƳŀǊƪŜǊǎέ to draw attention to witness, 

sample, photo, evidence, and other items located in your diagram. 
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The Bubble Text command is found on the left hand toolbox of the Quick Pick menu. 

Clicking a marker icon displays it in the preview window where it can be edited. 

/ƭƛŎƪƛƴƎ ƻƴ ǘƘŜ ά[ŀǊƎŜǊ ŀƴŘ {ƳŀƭƭŜǊέ ǘŜȄǘ ƛŎƻƴǎ ŎƘŀƴƎŜǎ ǘƘŜ ǘŜȄǘ ƘŜƛƎƘǘΦ ¢ƘŜ ŎƻƭƻǊ ƻŦ ǘƘŜ ōǳōōƭŜ Ƴŀȅ ōŜ 

changed using the Color Palette button. You are also given the option to bold and to add Arrow Leaders 

to point at a specific object or point in your diagram. 

Exercise 

1. Select the Bubble Text command from the left hand toolbox. 

2. When the Bubble Text toolbox appears, select the desired bubble type. 

3. Click on the arrow button to enter the desired number or click in the text field and type in the 

desired number. 

4. Move your mouse pointer into the Drawing Area and click the left 

mouse button to place the tip of the arrow of the bubble label. 

5. Move your mouse pointer to position the bubble text to the de-

sired location. As long as the bubble label dialog box is displayed, 

ȅƻǳ Ŏŀƴ ŎƻƴǘƛƴǳŜ ǘƻ ǇƭŀŎŜ ŀŘŘƛǘƛƻƴŀƭ ōǳōōƭŜΦ /ƭƛŎƪ άŎƭƻǎŜέ ǘƻ ŦƛƴƛǎƘ 

placing bubbles. 

Lesson 15 - Dimensions 

The Quick Dimension tool lets you place a dimension between any points on which you click or 

ǎƴŀǇΦ ¸ƻǳ Ŏŀƴ ŀƭǎƻ ǳǎŜ ǘƘŜ άǎƛƴƎƭŜ ŎƭƛŎƪέ ƳƻŘŜ ǘƻ ǉǳƛŎƪƭȅ ŘƛƳŜƴǎƛƻƴ ƭƛƴŜǎ ǎǳŎƘ ŀǎ ǘƘŜ ǿŀƭƭǎ ƻŦ ŀ ōǳƛƭŘƛƴƎΦ 

The program measures the objects and generates the dimension value for you automatically. This is why 

it is very important that you make your drawings to scale. 

 

 Displayed Dimension 

 Size Text 

 

 

 Font, Alignment, Units, etc. 

 

 

TIP 

,ÉËÅ ÁÌÌ ȰÆÌÏÁÔÉÎÇ ÔÏÏÌÂÏØÅÓȱȟ ÙÏÕ ÃÁÎ 

drag the bubble label toolbox out of 

the way if you need to. 
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Exercise 

If you are dimensioning to existing points, like the corner points of the walls of a building, make sure 

Auto Snap is on and set Unit precision to the number of decimal places desired. 

1. Continue with the drawing Lesson 7. 

2. Select the Quick Dimension command from the left hand toolbox. 

3. Left click on the first point of the object to dimension; left click on the second point. When dimensioning a 

wall, be sure to snap exactly to the corner points. 

4. Move the cursor away from the wall and notice an outline of the dimension. 

5. Click the big ά!έ or small ά!έ button on the toolbox to adjust the text height. 

6. Left click a final time to position the dimension text and dimension lines. 

7. /ƻƴǘƛƴǳŜ ǘƻ ǇƭŀŎŜ ŘƛƳŜƴǎƛƻƴǎ ƛƴ ǘƘƛǎ ƳŀƴƴŜǊ ōȅ ŎƭƛŎƪƛƴƎ ƻƴ ǘǿƻ ƴŜǿ ǇƻƛƴǘǎΦ !ƭǎƻ ǘǊȅ ǘƘŜ άǎƛƴƎƭŜ 

ŎƭƛŎƪέ ƳƻŘŜ ǘƻ ŘƛƳŜƴǎƛƻƴ ŀƴȅ ƭƛƴŜ ōȅ Ƨǳǎǘ ŎƭƻŎƪƛƴƎ ƻƴŎŜ ŀƴȅǿƘŜǊŜ ŀƭƻƴƎ ǘƘŜ ƭƛƴŜΦ 

8. Once a dimension is placed in the diagram, it can be easily changed. First left click on the dimen-

sion to select it and then either use right click to bring up a menu selection or select the Edit 

command from the left hand toolbox to bring up the Text Edit option box. 

9. Continue to add dimensions to the Lesson 7 diagram. 

10. Save your diagram when finished. 

Select any of the options to adjust the position, size, etc. and even font type and color from the More 

Settings options. The Slide Text feature allows you to move the text outside of the dimension lines. This 

can be very helpful in situations where there is not enough space. 

When you place a dimension, the program calculates the distance between the points exactly the dis-

tance it was drawn. Occasionally, you may want to overwrite this or add a text note; this can be done by 

typing in the display area of the Text dialog box. 

To Display Length, Angles, and Other Properties of Lines, Splines and Arcs 

If you left click on a line, curve or spline and then move your mouse slightly the length appear on the 

yellow command line in the lower left of your computer screen. Or you can select the line and them 

type άƻƛέ for Object Info. A dialog appears with all the information for the lines, splines, arcs, shapes, 

etc. 

Lesson 16 ɀ Placing Symbols 

CAD Zone includes a large number of pre-drawn symbols and several options to help you quickly place 

symbols in your diagram. 

Click on Symbols in the left hand toolbox. This brings up the Symbols 

Manager. 
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Select from one of the Symbol Groups using the pull down arrow at the top of 

the toolbox. These symbol groups include: Crash, Crime, Marine and My 

Symbols. 

The names buttons at the top of the toolbox 

represent the various Symbol categories: 

Quick Pick, Landscape, Bodies, Vehicles, etc. 

and some have sub-categories below contain-

ing groups of symbols that you can see in the 

preview. 

 

 

 

Inserting Symbols 

1. Click once on one of the symbols shown in the symbol menu. 

2. Move your cursor into the drawing area and notice a preview of the symbol is attached to the 

cursor. (You do not have to keep holding down the left mouse button.) 

3. Each symbol needs TWO clicks to place them. The first left mouse click is the Pivot or the Anc-

hor Point where it inserts; the second left mouse click allows you to Rotate about the pivot 

point so you can place the symbol at the desired angle. 

Once you select a symbol from the Symbol Manager, there are several options offered that allow you to 

make changes upon placement. 

¶ ¢ƻ ŎƘŀƴƎŜ ŀ ǎȅƳōƻƭΩǎ Color, select it from the Symbol Manager and click the color palette 

button at the bottom of the toolbox. (Use the Edit command to change the symbol properties 

after it has been placed in your diagram.) 

¶ The Mirror  buttons flip the symbol ς try this with a non-symmetrical shape. 

¶ All of the symbols represent real life scale but occasionally you may need to modify the symbol 

ǎƛȊŜΦ ¢ƻ ŎƘŀƴƎŜ ŀ ǎȅƳōƻƭΩǎ ǎƛȊŜ ŀǎ ȅƻǳ ƛƴǎŜǊǘ ƛǘΣ ƭŜŦǘ ŎƭƛŎƪ ǘƘŜ Dynamic Symbol Scale but-

ton on the bottom of the Symbol toolbox. 

Click in the drawing to anchor the symbol them move the cursor and you will see it scale dynam-

ically as you move your mouse. Left click when it is the desired size. For vehicles, it corresponds 

to rear wheel center and corresponding front wheel center. Using this tool, you can have the 

correct placement and wheelbase on your vehicle in just 2 clicks! Use the snaps if you have 

measured points as a reference. 

NOTE 

You can create your own symbols 

and even add your own library 

name using Windows file explorer 

in this directory:  

C:\ Program Files\ CAD Zone\ Crash 

or Crime Zone 8 
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¶ Most symbols are a collection of objects such as lines, arcs, text, etc. that are άƎǊƻǳǇŜŘ ǘƻƎŜǘh-

ŜǊέ into one object making it easy to move or rotate the symbol. 

¶ The dynamite button or Explode reduces symbols to individual lines and also makes your 3D ob-

jects into flat 2D objects. Semi trailer-truck units can be exploded and moves individually with-

out making them into 2D objects. 

Exercise 

1. Continue with the drawing Lesson 7. 

2. Practice by placing several symbols in your diagram to show furniture, bodies, North arrow, 

trees, and so on. (See below for some ideas ς but experiment and use some of your own ideas 

from cases you may have worked on.) 

3. Practice rotating symbols, snap some into place on a wall (like cabinets), and use the dynamic 

{ȅƳōƻƭ {ŎŀƭŜ ǘƻ ŎƘŀƴƎŜ ŀ ǎȅƳōƻƭΩǎ ǎƛȊŜ ƻƴ ǇƭŀŎŜƳŜƴǘΦ ¸ƻǳ ǎƘƻǳƭŘ ŀƭǎƻ ǇǊŀŎǘƛŎŜ ƳƻǾƛƴƎ ǎȅƳōƻƭǎ 

that is not placed perfectly the first time. 

4. Use Auto-snap to place a symbol that is attached to a wall at two points, like a door or window. 

5. Place a vehicle outside the house. You will not that it snaps to the rear passenger axel to place it 

and the second placement point is the front corresponding axel. This is a very useful feature if 

you have measured points that you can snap to in order to accurately place the vehicle. Use the 

Dynamic scale to make the wheelbase a bit larger ς the mirror command allows you to snap to 

ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƛŘŜ ŀȄŜƭǎΦ 

6. When you have finished adding symbols to your diagram, save it. 

Symbol Placement Ideas 
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Lesson 17 ɀ Editing Options  

 

QUICK PICK EDITING COMMANDS 

 

BREAK: ¢Ƙƛǎ ǘƻƻƭ ŀƭƭƻǿǎ ȅƻǳ ǘƻ ŜǊŀǎŜέ ŀ ǎŜŎǘƛƻƴ ƻŦ ŀ ƭƛƴŜ ƻǊ ƻōƧŜŎǘΦ ¢Ƙƛǎ ŎƻƳƳŀƴŘ Ŏŀƴ ōŜ ǳǎŜŦǳƭ 

when drawing intersections, driveways, merging lanes, etc. 

Exercise 

1. Start a new drawing and add some line work to it. 

2. Select a line, then go to the left hand Quick Pick Toolbar and select the Break icon. 

3. Left click the mouse pointer on the line where you want the break to begin. The break will start 

at the point closest to the place you point. The mouse pointer cross hair must touch the line. 

4. Move your mouse pointer along the line and a dynamic preview of the break (line erasing) fol-

lows your cursor movement. 

5. Click on the line where you want the break to end. You now have two separate and independent 

lines. 

TRIM & EXTEND: This tool lengthens and shortens lines precisely to other lines. You can use this 

command to trim or extend lines, continuous lines, arcs, and curves. For example, when creating 

a building or intersection you can trim or extend a line that represents one side so it connects precisely 

to another. 

Exercise 

1. Start a new drawing.  

2. Use the Single Line command and draw 4 single lines (about 50-60 feet each) to form a box 

shape. When drawing the box, make 2 of the corners overlap and 2 of them too short (not con-

nected). 

3. From the left hand Quick Pick Toolbox, select the Trim & Extend icon. 

4. To trim two lines so they match precisely, first select the lines that needs to be trimmed (is too 

long) or extended (is too short). 

5. Next, select the line to which you want to trim/extend the first line to meet. 

6. Perform this process for each corner of the box. 

7. DO NOT DELETE this box. 

FILLET: This tool is used to make a curve between 2 points (defined radius) 
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Exercise 

1. Continue to use the box drawn in the previous step. 

2. From the left hand Quick Pick Toolbox, select the Fillet icon. 

3. The Fillet Settings Bar pops up below your speed bar just above your drawing area so you can 

type in the precise radius for your fillet curve. 

4. 9ƴǘŜǊ мл ƛƴ ǘƘŜ άCƛƭƭŜǘ wŀŘƛǳǎέ ǘŜȄǘ ōƻȄ ǘƻ ƳŀƪŜ ŀ мл-foot radius fillet. 

5. Click the first line to be filleted. 

6. Click the second line to be filleted. 

7. Move your cursor around the area and notice the preview of the 

fillet arc moves to give you different placement options. 

8. Left click then the preview fillet arc is in the correct location. 

9. The filleted objects will be trimmed automatically to meet the 

fillet arc exactly at the tangent points. 

OFFSET: This tool is used to make a parallel copy or to double up lines. Use the Offset command 

to make parallel copies of: single lines, continuous lines, polygons, curves, arcs, or ellipses. Ap-

plications can be for making double walls or adding sidewalks, extra road lanes, etc. 

Exercise 

1. Start with a new drawing. 

2. 5Ǌŀǿ ŀ ƭƛƴŜ ƛƴ ȅƻǳǊ ŘǊŀǿƛƴƎ ŀǊŜŀ ǿƘƛŎƘ ǿƛƭƭ ōŜ ǘƘŜ άōŀǎŜέ ŦƻǊ ŘǊŀǿƛƴƎ ŀŘŘƛǘƛƻƴŀƭ ǇŀǊŀƭƭŜƭ ƭƛƴŜǎΦ 

3. From the left hand Quick Pick Toolbox, select the Offset icon. A Settings Bar will appear below 

ǘƘŜ ǘƻǇ {ǇŜŜŘ .ŀǊΦ Lǘ ŘƛǎǇƭŀȅǎ ŀƴŘ άhŦŦǎŜǘ 5ƛǎǘŀƴŎŜέ ōƻȄ ǘƘŀǘ Ŏƻƴǘŀƛƴǎ ŀ ǾŀƭǳŜ ŀƴŘ ŀ ŎƘŜŎƪ ōƻȄ 

ƭŀōŜƭŜŘ άCƛȄŜŘ 5ƛǎǘŀƴŎŜΦέ 

4. If the Fixed Distance check box is checked, this will be the offset distance between the original 

object and the new, parallel object. Click either side. 

5. If more than one object is selected to be offset, a fixed offset distance must be entered, i.e., 

there is no rubber banding preview as with single objects. 

6. If the Fixed Distance box is not checked, the parallel object moves freely as you move the cursor, 

and the distance between the two objects is dynamically displayed in the Offset Distance box as 

you move your cursor. 

7. When the parallel object is in the desired location, left click to place it. If you wish to repeat the 

process, press the Space Bar to repeat the previous command. 

STRETCH: This tool is used to select object to lengthen or stretch. Use the Stretch command to 

lengthen a roadway or building. The Stretch command can also be useful for depicting crush 

damage on an exploded vehicle symbol. However, the Stretch command cannot be used on unexploded 

3D symbols, use the handles on those symbols instead. 

 

TIP 

You can set the radius to 0 (zero) to 

make 2 straight line meet. This is 

much faster and easier than using 

the trim/extend option!  
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Exercise 

1. Start a new drawing. 

2. Use the EASY INTERSECTION to draw a simple intersection the place it in your drawing. 

3. CǊƻƳ ǘƘŜ ƭŜŦǘ ƘŀƴŘ vǳƛŎƪ tƛŎƪ ¢ƻƻƭōƻȄΣ ǎŜƭŜŎǘ ǘƘŜ ²ƛƴŘƻǿ {ǘǊŜǘŎƘ ƛŎƻƴΦ ¢ƘŜƴ ŘǊŀƎ ŀ άǎǘǊŜǘŎƘ 

ǿƛƴŘƻǿέ ƻƴ ƻƴŜ ŜƴŘ ƻŦ ǘƘŜ ǊƻŀŘǿŀȅ ǘƘŀǘ ŜƴŎƭƻǎŜǎ ǘƘŜ ƭƛƴŜǎ όƻƴŜ ŜƴŘύ ƻƴ ǘƘŜ ƛƴǘŜǊǎŜŎǘƛƻƴ ǘƘŀǘ 

we want to shorten or lengthen, 

4. Click to define a starting reference point such as the end of the centerline. 

5. Click outward to place an ending reference point (use the Ortho 90 to make it straight). Watch 

the bottom right command line for movement distance or simply type in a value such as 79 to 

add exactly 75-feet. 

6. DO NOT CLOSE YOUR DRAWING! 

MOVE: This tool allows you to move objects precisely using snaps. 

 

Exercise 

1. Use the drawing from the previous exercise. 

2. Select the object(s) you wish to move. 

3. From the left hand Quick Pick Toolbox, choose the Move com-

mand icon. 

4. Left click a reference point that defines where selected object 

are moved from. 

5. Next, left click a point to define where the selection will be 

moved to. 

To move the object(s) to an exact location, be sure to use a Snap command. 

COPY: This tool is used to make one or multiple copies of a selected item(s) 

 

Exercise 

1. Select the object(s) you wish to copy. 

2. From the left hand Quick Pick Toolbox, choose the Copy command icon. 

3. Left click or snap to a reference point that will define where the selection will be copied from. 

4. Move your mouse to where you want to place the selected object and left click. You can use 

snaps or one of the two Ortho angles for precision. You should see a ghost outline of the copies 

which provides a dynamic preview of where copies will be placed. 

5. Use the Esc key or double click to end this command. 

TIP 

You can also move objects without 

selecting a command by using a 

ȰÍÏÕÓÅ ÍÅÔÈÏÄȱ τÓÉÄÅÄ ÁÒÒÏ× ÂÕÔ 

this does not let you use snaps so it 

is less precise. 
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Like other Windows based programs, you can also use the copy/paste icons on the top speed bar (or 

keyboard Ctrl C and Ctrl V commands) to copy objects with your drawing, between two open drawings 

or even other Windows programs such as a Word document. 

DELETE: This tool is used to erase objects you select. When this command is selected it performs 

the same function as the Delete key on your keyboard; use the Delete (or Erase) command to 

remove unwanted objects. 

To delete objects from your drawing: 

1. Select the object(s) to be deleted. 

2. Choose the Delete command from the left hand Quick Pick Toolbox. 

3. The selected object(s) will be deleted. 

Like other drawing and editing commands, Erase is reversible. To restore and item or selection that has 

been erased, left click the Undo button on the top Speed Bar. 

EDIT: This tool is used to change color, layer, line type, width or to edit text and dimensions. 

 

Exercise 

1. Select the object(s) to be modified. 

2. Choose the Edit command from the left hand Quick Pick Toolbox. 

3. Depending on the selected object you will get different options: 

a. CƻǊ ¢9·¢Υ ƛǘ ōǊƛƴƎǎ ǳǇ ǘƘŜ ά¢ŜȄǘ 9Řƛǘέ ŘƛŀƭƻƎ ƻǇǘƛƻƴǎ 

b. CƻǊ 5La9b{Lhb{Υ ƛǘ ōǊƛƴƎǎ ǳǇ ǘƘŜ ά5ƛƳŜƴǎƛƻƴ 9Řƛǘέ ŘƛŀƭƻƎ 

c. For LINES you get the following option bar  

 

d. For SYMBOLS you will get the following option bar 

 

IMPORTANT: If using either of the two above option bars for changes, you must click OK when com-

pleted or the changes will not be made. 

 

BRING TO FRONT/SEND TO BACK: This tool is used with digital images and hatching. The tool 

allows you to place selected objects in front of or behind other objects. 
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Lesson 18 ɀ Using Line Types 

There are close to 100 custom 2D/3D line types included in the CAD Zone soft-

ware. 

 

 Specific Tiremark Types 

 Specific Line Thickness 

 Specific Types of 3D Fences 

 Specific Lane Markings 

 

 Jersey Walls and Barriers 

 Miscellaneous 3D Lines 

 3D Guardrails 

 

 

Lines will follow 3D measured points and the Color and Height can be modified. 

You can select the different lines types by first click on the Line Types button is the Quick Pick Toolbox. 

You can change an existing line(s) by first selecting the line(s), then clicking on the line type you wish to 

change it into from the Line Types icon menu. 

Alternatively, you can draw using a selected line type. First, select the line type from the Line Types 

ƳŜƴǳΦ ¸ƻǳ ǿƛƭƭ ǎŜŜ ŀ ǎƳŀƭƭ ά¢έ ŀǇǇŜŀǊ ƛƴ ǘƘŜ ǇǊƻǇŜǊǘƛŜǎ ǊŜŎǘŀƴƎǳƭŀǊ ōƻȄ ŀǘ ǘƘŜ ǘƻǇ ǎƘƻǿƛƴƎ ȅƻǳ ǎŜǘ ŀ ƭƛƴŜ 

type. Then use any of the line or curve drawing commands to draw your line(s). Once you have com-

pleted using this line type, click the Norm button to reset back to a regular line type. 

Exercise 

1. hǇŜƴ ƻƴŜ ƻŦ ǘƘŜ ǎŀƳǇƭŜ ŘǊŀǿƛƴƎǎ ǎǳŎƘ ŀǎ ǘƘŜ άо5 ¢ǊŀŦŦƛŎ CŀǘŀƭƛǘȅΦέ 

2. Experiment with changing line types and drawing with the line type turned on. 

3. Select an edge of road line then click a fence line type from the Line Types toolbox. 

4. While your line is still highlighted magenta, select other Line Types to change to. 
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5. Now go back to the Quick Pick on the toolbox and pick the line drawing command to draw new 

lines with a Line Type turned on. (Note the little ά¢έ in the properties box.) 

6. On the top speed bar select the blue άbƻǊƳέ button to reset back to a solid regular line type. 

The little ά¢έ is now removed. 

7. tǊŀŎǘƛŎŜ άōǊŜŀƪƛƴƎέ ŀ DǳŀǊŘ wŀƛƭ ƻǊ CŜƴŎŜ ƭƛƴŜ ƭƛƪŜ ŀ ǾŜƘƛŎƭŜ ƘŀŘ ŘǊƛǾŜƴ ǘƘǊƻǳƎƘ ƛǘ ǳǎƛƴƎ ǘƘŜ ōǊŜŀƪ 

command. Then view your drawing in 3D by pressing the 3D button. 

If you are planning to do 3D you can set the height of a 3D line type. Select the line(s) and then click the 

3D Builder button on the top speed bar. Set the exact height of guardrails, fences, etc. If also changing 

color, check the box for maintaining color for 3D viewing. 

The PROPERTIES icon displayed on the top speed bar shows any Line Setting you have turned on. 

Example:   

1. ¢Ƙƛǎ ǎƘƻǿǎ ǘƘŀǘ ά{ŎŜƴŜέ ƛǎ ȅƻǳǊ ŎǳǊǊŜƴǘ ƭŀȅŜǊ 

2. ¢ƘŜ ά¢έ ƭŜǘǎ ȅƻǳ ƪƴƻǿ ȅƻǳ ƘŀǾŜ ŀ ŎǳǎǘƻƳ ƭƛƴŜ ǘȅǇŜ ǎŜƭŜŎǘŜŘ 

3. ¢ƘŜ ά²έ ƳŜŀƴǎ ȅƻǳ ƘŀǾŜ ǎŜǘ ŀ ŎǳǎǘƻƳ ƭƛƴŜ ǿƛŘǘƘ 

4. ¢ƘŜ άbƻǊƳέ ōǳǘǘƻƴ ǊŜǎǘƻǊŜǎ ǘƻ ǊŜƎǳƭŀǊ ƭƛƴŜ ǘȅǇŜ 

Exercise 

The following exercise is a chance 

to review several of the previous 

lesson, including drawing, editing, 

using line types, and placing text 

and symbols. Refer to the previous 

exercises for more details on how 

to perform each step, if need. 

Add more detail to your drawing 

such as vehicles, tire marks, bo-

dies, evidence, bubble labels, traf-

fic signs etc. Remember to SAVE 

you drawing often by clicking on 

the diskette icon in the Speed Bar. 
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Lesson 19 ɀ Adding a Form (Boarder) and Printing  

You can use the FORMS feature to place a boarder around your diagram. 

There are two options for making your own forms. 

1. Using the FORMS features as described below automatically sizes a custom border around your 

on-screen drawing. This form installs as individual lines and text making it easy to edit but a little 

difficult to move after it is placed. Form are automatically place on layer 1023 so it can be 

turned on/off or grouped into one symbol if needed. 

2. Making your form into a SYMBOL can allow you to scale manually with corner grips, move as 

one object and set layer preference. It comes in as one grouped object so it needs to be ex-

ploded before you can edit the txt. This process takes a few more steps but allows you more 

flexibility. 

3. You can make a Custom Form and also make it into a Symbol giving you both options! 

Exercise 

1. Using the drawing from the previous exercise, try the various Customs 

Forms. 

2. /ƭƛŎƪ ƻƴ ǘƘŜ ά·έ ƛƴ ǘƘŜ ǘŜȄǘ ŦƛŜƭŘǎ ǘƘŜƴ ǘƘŜ 9Řƛǘ ōǳǘǘƻƴ ǘƻ ǊŜǇƭŀŎŜ ǘƘŜ 

ά·έ ǿƛǘƘ ȅƻǳǊ ƻǿƴ ǘŜȄǘΦ 

3. ¢ƘŜ ά·έ ƛǎ ǘƘŜǊŜ ǎƻ ǘƘŜǊŜ ƛǎ ŀ ǇǊŜŘŜŦƛƴŜŘ ǘŜȄǘ ǎƛȊŜ ǎƻ ŀƭƭ ȅƻǳ ƘŀǾŜ ǘƻ Řƻ ƛǎ ŜŘƛǘ ƛǘΦ 9Řƛǘ ǘƘŜ ά¸ƻǳǊ 

5ŜǇŀǊǘƳŜƴǘ IŜǊŜέ ǘŜȄǘ ǘƻ ǊŜǇƭŀŎŜ ǿƛǘƘ ȅƻǳǊ ƻǿƴ ŀƎŜƴŎȅ ƻǊ ŦƛǊƳ ƴŀƳŜΦ 

Using Form Creator 

Use the Form Creator command to create your own custom forms and title block, which may be placed 

ǊŜǇŜŀǘŜŘƭȅ ƛƴ ȅƻǳǊ ŘǊŀǿƛƴƎΦ ¢ƘŜǊŜ ŀǊŜ ǘƘǊŜŜ ά!ǳǘƻ-Ŧƛǘέ ŀƴŘ ά!ǎ-ƛǎέ ōǳǘǘƻƴǎΦ !ǳǘƻ-fit forms will automati-

cally scale the form to fit over the entire contents of the drawing area and does not affect your drawing 

scale. 

 Remove Border Button 

 Custom Auto-fit User Forms 

 

 Generic Forms 

 California Forms 

AZ, CO, NJ, GA, AL, and KS Forms 
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Creating a Custom Form 

1. Start with a new drawing. 

 

2. Select one of these forms.   

 

3. Once complete, draw a window with your mouse around the drawing objects to select and high-

light the items to be saved as your form.  

 

4. Edit the text and add/remove and modify features as you wish. 

 

5. Open the Forms tool from the Quick Pick toolbox.    

 

6. Click on the Form Creator icon in the Forms menu.   

 

7. The Form Creator toolbox is displayed. In this example, ǿŜΩll create an auto-fit form. Click the 

ά¦ǎŜǊ CƻǊƳ м ό!ǳǘƻ-Fit) icon as shown 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LŦ ŀƴ ŜȄƛǎǘƛƴƎ ŦƻǊƳ ƛǎ ŀǎǎƛƎƴŜŘ ǘƻ ǘƘŜ ǎŜƭŜŎǘŜŘ ōǳǘǘƻƴΣ ŀ ƳŜǎǎŀƎŜ ά.ǳǘǘƻƴ ŀƭǊŜŀŘȅ ŀǎǎƛƎƴŜŘ ǘƻ 

User Form 1. Do you want ǘƻ ƻǾŜǊǿǊƛǘŜ ƛǘΚέ ŀǇǇŜŀǊǎΦ /ƭƛŎƪ ǘƘŜ ά¸Ŝǎέ ōǳǘǘƻƴ ǘƻ ƻǾŜǊǿǊƛǘŜ ǘƘŜ 

existing form or select a different one. 

 

8. Next you are prompted to select two reference points for the form. These points establish the 

area in your form that will be fitted around the contents in the drawing area. It is important that 

the points be placed exactly right or the form will not be placed correctly around the diagram. 

5ƻ ƴƻǘ ǇƭŀŎŜ ǘƻƻ ŎƭƻǎŜ ǘƻ ōƻǊŘŜǊ ŜŘƎŜǎ ƻǊ ȅƻǳ ǿƛƭƭ ƘŀǾŜ άǿƘƛǘŜ ǎǇŀŎŜέ ŀǊƻǳƴŘ ȅƻǳǊ ŘǊŀǿƛƴƎΦ 

Turn your snaps OFF for this step. 

 

User Form 1 (Auto-Fit) 
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9. Left click the tƛŎƪ tǘ мέ icon on the toolbox, and position your cursor near the 

lower-left corner of the form. Left click your mouse to set the first reference point (see illustra-

tion below for correct placement). Once the reference point is set, the toolbox prompts you: άмst 

Ref Point is good, now pick 2nd Ǉƻƛƴǘέ. 

 

Left click the tƛŎƪ tǘ нέ button on the toolbox and move your cursor to the up-

per-right corner to set the second reference point as shown in the illustration below. If the 

second reference point is placed correctly, you will be prompted: άwŜŘ Ǉƻƛƴǘǎ ƎƻƻŘΦ tǊŜǎǎ hY ǘƻ 

ŀŎŎŜǇǘ ŀƴŘ ŎǊŜŀǘŜ ¦ǎŜǊ CƻǊƳмέ. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

10. Click  the OK button to finish creating the form. 

 

11. To place the custom form in a diagram, select the User Form 1 icon from the Forms bin. The 

form is placed around your diagram and the program screen is re-drawn displaying the contents 

of the drawing fitted inside the form between the points you assigned. 
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Printing and Print Tiling  

DRAWINGS IN CADZONE SOFTWARE SHOULD ALWAYS BE CREATED 1:1 SO MEASUREMENTS AND DI-

MENSIONS REFLECT REAL WORLD UNITS. ¢I9 hb[¸ ¢La9 ¸h¦ ά{/![9έ ¸h¦w 5L!Dw!a L{ Lb ¢I9 twLb¢ 

FUNCTION MENU FOR OUTPUT. 

When you are ready to print your diagram, click the Printer icon on the Speed bar. There are 

three basic ways to determine how your diagram will be printed. 

¶ Fit to Paper fits the entire diagram on a single sheet of paper and displays the scale. 

¶ Current View prints the current zoomed view of the diagram on a single sheet of paper. 

¶ Scale allows entering an exact scale to use for printing. This scale is entered in the format X in-

ched on paper = Y feet in the real world. 

Print Tiling  

When printing diagrams to an exact scale, it is possible to specify a scale that does not allow the diagram 

to fit on one sheet of paper. In this case, the program automatically uses Print Tiling to divide the draw-

ing up so it can be printed on multiple sheets. Sheets can be spliced and taped together when a large-

scale plotter is not available. 

 

You can select the Page(s) you 

want to print and they will 

highlight in yellow. 

Page Borders (4 pages in this 

case) 

Note: You can user your mouse 

to POSITION the drawing to fit 

inside the paper border better! 

 

 

Two options at the bottom of the toolbox help adjust the rotation of text on the print. Some printers 

rotate all text in the diagram by 90 degrees. If you notice this happening, select Text Rotate Adjust and 

see if this solves the problem. 

¶ Pen Width ς Adjusts the thickness that the lines in the diagram will be printed in. It does not 

change the actual lines in the diagram itself. 
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¶ Selection Only ς Prints only the selected entities in the draw-

ing. 

¶ All Color to Black ς Prints all entities in black regardless of 

their color. 

CAD Zone programs include a PDF print driver. If you need to send a 

file to someone to view or print this is a great format to send the 

file(s) because anyone can open them and they cannot easily be 

modified. (There is an option during the program install to allow the 

PDF function to be installed also.) After you have saved your work, go 

ǘƻ ǘƘŜ CL[9 Ǉǳƭƭ Řƻǿƴ ŀƴŘ ǎŜƭŜŎǘ ά{!±9 !{Φέ Lƴ ǘƘŜ ŦƛƭŜ ŦƻǊƳŀǘǎ Ǉǳƭƭ-down you will see the PDF option. 

You can also save to a PDF from the Print set-up but it is easier to save as a PDF. 

More printing information will be covered in the Advanced training later on. 

Lesson 20 ɀ File Basics 

Open Existing Drawing  

¢ƘŜ Φ/½5 ό/!5 ½ƻƴŜ 5ǊŀǿƛƴƎύ ŦƻǊƳŀǘ ƛǎ ǘƘŜ ŘŜŦŀǳƭǘΦ ¢ƻ ƻǇŜƴ ƻǘƘŜǊ ŦƛƭŜ ŦƻǊƳŀǘǎΣ ŎƭƛŎƪ ǘƘŜ άŦƛƭŜǎ ƻŦ ǘȅǇŜέ 

down arrow to see other options. You can select AutoCAD (.DWG) files, .DXF files, PocketZone (CAD 

Zone data collector), Laser Technology RAW files, ASCII Coordinate data files from total stations etc. 

 

 

 

 

 

 

 

 

 

If necessary, change the path and drive in order to locate the folder you wish to open that contains the 

diagram files. You can click on the άhǇŜƴέ button to browse various folders to find your files. In the list 

window, double-click the file name, or select the file name and click Open. 

TIP 

The print command uses the stan-

dard Windows drivers for output to 

the printer. If your printed drawing 

does not look correct or if you have 

other problems printing, you may 

need to obtain updated printer driv-

ers from your printer manufacturer. 
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The program default path for the DIAGRAMS folder can be: 

C:\Documents and Settings\Your Name\My Documents\My CAD Zone\Diagrams OR 

C:\Programs Files Cad Zone\Crash Zone 8\Diagrams\ 

Check under the UTILITIES pull-down select SETTINGS than the PATHS tab. This allows you to set path 

where your work will be saved and also save to original folders and lock paths. If you do not have full 

Admin rights you will need to select ά¦ǎŜ {ǇŜŎƛŀƭ CƻƭŘŜǊǎέ to save under My Documents path. 

Emergency Backup 

In case you forget to perform a regular save and something goes wrong, a named drawing will do an 

automatic backup every 5 minutes to the job .BAK file. (Name your drawing as soon as you get started 

to preserve your work!) 

If this happens, shut down the CAD Zone program WITHOUT saving (if it is not already closed). Click the 

hǇŜƴ ŦƛƭŜ ƛŎƻƴ ŀƴŘ ǎŜǘ ǘƘŜ άCƛƭŜǎ ƻŦ ǘȅǇŜέ ǘƻ ǎŜŀǊŎƘ ŦƻǊ ǘƘŜ Φ.!Y ŦƛƭŜ ŜȄǘŜƴǎƛƻƴ ǘƘŀƴ ŦƛƴŘ ǘƘŜ ŎƻǊǊŜǎǇƻƴd-

ƛƴƎ ŘǊŀǿƛƴƎ ƴŀƳŜΣ ǊŜƴŀƳŜ ƛǘ ǘƻ ǎƻƳŜǘƘƛƴƎ ŜƭǎŜ όƛΦŜΦ ŀŘŘ ŀ άнέ ǘƻ ǘƘŜ ŜƴŘ ƻŦ ƛǘύΦ ¢ƘŜƴ ƻǇŜƴ ŀƴŘ save as a 

different CZD drawing file. 

Merging and Aligning 2 Drawings or Jobs  

Merging two drawings or jobs requires that they each contain at least 2 common points (or a common 

line) that will be used to align them together. Shoot several stationary objects such as a fire hydrant, 

manhole center, power pole, survey marker, stop bars, etc. that you can use later to merge and align 

two drawings. 

1. Open your first drawing and this will become your BASE drawing. 

2. Merge your second drawing by going to the File pull down menu and selecting Merge from the 

options. Browse for your second drawing that will be added over the top of your Base drawing. 

3. When you click open and go to place this in your Base drawing ς BE SURE you place it off to one 

side, away from your base drawing. 

4. Now select the merged drawing data that you just placed to one side using your left mouse to 

draw a window around the objects so they are all highlighted magenta. Be sure you turn on the 

Auto Snap option (magnet on the top speed bar) for the next steps. 

5. Now run the Align ŎƻƳƳŀƴŘ ōȅ ŜƛǘƘŜǊ ǘȅǇƛƴƎ ά!Dέ ƻǊ Ǝƻ ǘƻ ǘƘŜ 9ŘƛǘκaƻŘƛŦȅ ŘǊƻǇ Řƻǿƴ ƳŜƴǳ 

to, ά!ƭƛƎƴ /ƻƳƳƻƴ tƻƛƴǘǎέ. This will help you precisely place your merged data over the top of 

your base using two common points. 

6. ¸ƻǳ ŀǊŜ ǇǊƻƳǇǘŜŘ ǘƻ άtƛŎƪ ŎƻƳƳƻƴ όǇƛǾƻǘύ Ǉƻƛƴǘ ƻŦ ǘƘŜ ŦƛǊǎǘ ǎŜƭŜŎǘŜŘ ƻōƧŜŎǘǎΦέ {ƻ ǎƴŀǇ ǘƻ ǘƘŜ 

first common point on your Merged drawing that is highlighted and still off to the side. Next 

click on the second common point on this same drawing. 
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7. If you make a mistake, click the UNDO button on the top row and try again. You can also follow 

the instructions on the command line when using this command to help you keep track of your 

steps and it will prompt you what to do next. 

Lesson 21 ɀ Using Layers 

Layers are a powerful drawing tool and visual aid. The layers behave like a stack of transparencies that 

Ŏƻƴǘŀƛƴ ǾŀǊƛƻǳǎ ŘǊŀǿƛƴƎ ƛǘŜƳǎ ƻƴ ŜŀŎƘ ǎƘŜŜǘ ǎǳŎƘ ŀǎέ ǇƘƻǘƻǎΣ ŜǾƛŘŜƴŎŜΣ ǘȄǘΣ ƳŜŀǎǳǊŜŘ ǇƻƛƴǘǎΣ ƭƛƴŜ ǿƻǊƪΣ 

etc. You can display and hide viewed items by turning layers ON or OFF. It allows you to save all data in 

ONE file, print multiple variations of the same drawing, and choose what you wish to print or display 

at any time. 

Click on the Layer Manager in the Speed bar. Grab the header and move the dialog box onto your draw-

ing area so you can keep it open while you work (you can tuck to the side and pull in as needed). 

 

Sets the layer to be the Current Layer to work on 

  Layer ON and Off button 

 Layer Lock ς Lets you view items on that layer but you cannot 

select or modify them 

 Layer Name ς assign text name 

Long/Short List display all layers or just those being used on 

the diagram 

Refresh ς updates recent layer changes 

Layer Clean Up 

This star means there are object on that layer 

 

The current layer name and set color shows up in the rectangular Properties Box in the 

top Speed bar menu. Clicking on the Properties Box also allows you to change your current working layer 

at any time. Items you draw will be placed on your current working layer. 

Moving objects to a different layer: Select the object(s) so they highlight magenta, then click on their 

the Properties Box or the Edit button. This brings up the option to change layer (plus other options). Use 
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the down arrow to select a new layer from the list then click OK when done to accept your new selec-

tions. 

Common Uses for Layers 

A. Aerial photos or digital photographs can be put on a separate layer so you can choose to view or 

print them or have them off. 

B. Keep points, point number, elevations, line work, evidence, etc. on separate layers so you can 

choose what you want to display and print. 

C. Working on a template or else where you have congested points or data. You may wish to lock 

that layer with those items so that you do not accidentally move or select it when drawing in 

that area. 

D. Remember if an item is on a locked layer ς you cannot move or modify it until the layer is un-

locked. You cannot turn you current working layer off. 

To Open Layer Manager: Select Layer Manager from the Draw pull-down menu, select the Layer Man-

ager icon from the Speed bar, or type MGL on the keyboard. A dialog box appears, displaying a 

list of layers. You can use the scroll bar to display the status of all layers supported by the Diagram pro-

gram. There are 1024 layers available. 

Move and Size the Layer Dialog: You can move and resize the layer dialog if needed. The move button is 

located at the upper right corner of the layer dialog on the title bar to the left of the help icon. Click this 

button to position and size the layer dialog to fit on the left toolbox. Click it again to restore its last posi-

tion. 

Button and Icons on the Layer Manager 

Set Current Layer: Clicking on this button will make the selected layer the current layer. You can 

also double click on a layer to make it current. Anything drawn or placed in the drawing area will 

be placed on the current layer. In a new drawing, Layer 0 is the default. 

Data on Layer Icon: Layers containing data are marked with a green diamond icon. 

 

Display / Hide: The Layer Display button is an on/off toggle. You can turn single or multiple layer 

displays on or off with the Display /Hide button. If the selected layer is currently displayed then 

ŎƭƛŎƪƛƴƎ ƻƴ ǘƘƛǎ ōǳǘǘƻƴ ǿƛƭƭ ƘƛŘŜ ƛǘ ŀƴŘ Ǿƛǎŀ ǾŜǊǎŀΦ ! ƘƛŘŘŜƴ ƭŀȅŜǊΩǎ ƴŀƳŜ ƻǊ ƴǳƳōŜǊ ǿƛƭƭ ōŜ ŘƛǎǇƭŀȅŜŘ ƛƴ ŀ 

άƎǊŀȅŜŘ ƻǳǘέ ǘŜȄǘΦ 

YOU CANNOT HIDE THE CURRENT LAYER. If you want to hide the current layer then you need to select a 

different layer to be current. 

Layer Lock / Unlock: This button allows you to see layers but not be able to modify them. If you 

ƴŜŜŘ ǘƘŜ ƭŀȅŜǊ ŘƛǎǇƭŀȅŜŘ ŦƻǊ ǊŜŦŜǊŜƴŎŜ ōǳǘ ŘƻƴΩǘ ǿŀƴǘ ǘƻ ōŜ ŀōƭŜ ǘƻ ǎŜƭŜŎǘ ƛǘ ƻǊ ŀƭǘŜǊ ƛǘ ǘƘŜƴ ȅƻǳ ǿƛƭƭ 
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want to lock the layer. 

You will still be able to snap to points on locked layers. This feature is also very useful for drawing or 

tracing over a digital image or aerial photo so the the image is not selected and information you are add-

ing is covered up. 

Selecting Multiple Layers 

You can select multiple layers and hide/display or lock/unlock those layers at one time. Hold down your 

left mouse key and drag over consecutive layers to select. To select layers out of sequence, hold down 

the Control key and left click the desired layers. 

Name Layer: You can select a layer to name or re-name the layer using the Name Layer tool. Se-

ƭŜŎǘ ŀ ƭŀȅŜǊΣ ŎƭƛŎƪ ƻƴ ǘƘŜ bŀƳŜ [ŀȅŜǊ ōǳǘǘƻƴ ǘƻ ŘƛǎǇƭŀȅ ǘƘŜ [ŀȅŜǊ bŀƳŜ ŘƛŀƭƻƎ ōƻȄΦ /ƭƛŎƪ ƛƴ ǘƘŜ ά9n-

ǘŜǊ [ŀȅŜǊ bŀƳŜέ ŦƛŜƭŘ ŀƴŘ ǘȅǇŜ ǘƻ ŜƴǘŜǊ ŀ ƴŀƳŜ ŦƻǊ ǘƘŜ ƭŀȅŜǊΦ If the layer already has a name, that name 

will be displayed in the dialog. You can un-name a layer by clicking on the un-name button. 

 

 

 

 

Important: You cannot rename a layer using a number for the first character. If you want to show a 

number followed by text then begin the name with a dash or underscore. 

Long / Short List: The Short List button toggles between displaying all 1024 layers to only display-

ing layer which contain data or are labeled. 

Refresh Layer Manager: Sometimes the data on the drawing will not match the information in the 

layer manger. For example, you can make a layer current that has no data on it. Then, you draw on 

that layer while the layer manager is open. You would expect to see a green diamond next to the layer 

denoting there is data on that layer. Clicking on the Refresh button refreshes the layer manager and dis-

plays the green diamond. 

Layer Clean-Up: Layer Clean-Up is an easy method to manage layers in your drawing. This is espe-

Ŏƛŀƭƭȅ ǳǎŜŦǳƭ ǿƘŜƴ ƛƳǇƻǊǘƛƴƎ !ǳǘƻ/!5 ŘǊŀǿƛƴƎǎ ǘƘŀǘ Ƴŀȅ Ŏƻƴǘŀƛƴ Ƴŀƴȅ ƭŀȅŜǊǎ ǘƘŀǘ ŀǊŜƴΩǘ ƴŜŜŘŜŘ 

ƻǊ ŀǊŜƴΩǘ ƴŀƳŜǎ ǘƻ ƳŀǘŎƘ ȅƻur standards. For full instructions on how to use the Layer Clean-Up func-

ǘƛƻƴΣ ŎƭƛŎƪ ƻƴ ǘƘŜ άΚέ ƛƴ ǘƘŜ [ŀȅŜǊ aŀƴŀƎŜǊ IŜŀŘŜǊΦ 
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Lesson 22 ɀ Hatch Patterns and Fills  

HATCH and FILL patterns: This group of tools allow you to depict several dif-

ferent types of surfaces or debris, damaged area, blood, fluids, vegetation, 

water, etc. 

Trace a Boundary: Use this command to draw a hatch pattern or a 

solid fill within an area that you specify by clicking manually to define 

the outline. 

Pick Area Hatch: Use this command to add a hatch pattern or solid fill 

to simple closed objects. DO NOT pick too complex an area or it will 

not work and may close the diagram. Must be a closed shape so use snaps 

when drawing to avoid leaving gaps in the object or outline. 

Window Hatch: Use this command to add a hatch pattern or solid fill to closed geometric shapes 

contained in the crossing window. This tool can be handy when you want to add a hatch or sill to 

an object that exists inside another, but do not want to add the pattern to both. 

Hatch Selected: This tool is also good for doing more closed shapes. The selection tools that come 

up across the top of the drawing area let you pick the Select Adjoining option button, which 

is very useful for more complex closed shapes like medians, parking lots, fluid/debris patterns, etc. 

Red/White Circles: These tools are used to send your hatch patterns and fills to the front or 

back. The patterns and fills are opaque and may cover part of your lines so send them to the 

back to see your lines again. 

Pre-Defined Hatch Patterns and Fills: These tools are pre-defined hatch pat-

terns and fills that represent various surfaces or types of debris. By holding 

ȅƻǳǊ ƳƻǳǎŜ ƻǾŜǊ ƻƴŜ ƻŦ ǘƘŜǎŜ ǇŀǘǘŜǊƴǎΣ ŀ ŘŜǎŎǊƛǇǘƛƻƴ ƻŦ ǘƘŀǘ ǘƻƻƭΩǎ ǇǊŜ-

defined hatch or fill will be displayed. 

 

It is best to put your hatch/fill on a separate layer so you can turn it 

on/off or lock it so it does not cover any of your drawing details. Use 

lighter colors for better readability. More hatch patterns and hatch 

setting options are available in the pull-down menu when you select 

one of the hatch commands. 

 

 

TIP 

ZOOM IN so you are close while work-

ing for precision and for complex 

shapes or those that are not perfectly 

closed use the manual trace. 
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Example of Hatch/Fill Used in a Diagram 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Exercise 

Experiment using the different Hatch/Fill commands using the drawing from Lesson 18. Try using the 

different options that are available. Place text on top of the hatch/fill and then practice bringing the text 

to front and sending it to the back. 

Lesson 23 ɀ Manual and Electronic Measurement Data  

Manual Measurements 

There are two options for input of Baseline-Offset and Triangulation measurements. 

1. EASY LINES method: places points quickly and easily, but does not label your points or give you 

an option to print out your entered data. Good if you have a small job with just a few points. 
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2. COORDINATE DATA TABLE: offers a spreadsheet entry format with preview. It even labels 

points and provided 2 coordinate print out options. This is the best method to use, offers more 

features, and allows you to edit your file if needed. 

Easy Lines Manual Entry 

Normal Mode: Click the bulls-eye and then click the onscreen stating 

point, then enter the Angle (use the compass to point) and then type in a 

distance. Then select to draw a line button or place marker button. 

Baseline Mode: Click the bulls-eye to create a start point on the screen, 

then enter Distance 1 and Distance 2, the first is the distance along the 

baseline and the second is the offset distance. ¢ƘŜ άŦƭƛǇέ ōǳǘǘƻƴ ƛǎ ǘƘŜ ǎŀƳŜ ŀǎ ŀ 

negative value. This mode allows only red (permanent) or blue (temporary) 

markers ς no lines. 

Triangulation Mode: Click the bulls-eye and select 2 triangulation points 

on the screen. Enter Distance 1 and Distance 2, the first is the distance 

from the 1st triangulation point and Distance 2 is the distance from the 2nd point. 

άCƭƛǇέ ƛǎ the intersection on the opposite side and you can only place markers in 

this mode. 

EZ Baseline: Baseline Easy Lines is used to set points (markers) based on baseline measuring procedures. 

When you switch to EZ Baseline the compass arrows change to the green color so you know you are in 

Baseline mode. The field changes to D1 and D2 for Distance from the 1st marker and Distance from the 

2nd marker. To place points using the Baseline Easy Lines Methods: 

1. Click on the bulls-eye to set the Base Point. 

2. Click on the screen to set a base starting point (green target appears). After setting the base 

point, you will be prompted to show the direction of the baseline by moving your mouse in the 

desired direction and clicking. If you want to set the angle other than horizontal/vertical, then 

hold down the Ctrl key and use the bottom Angle display to set the desired angle. 

3. Click the number pad and enter the first distance (D1). This is the distance along the baseline 

from the base point. If you enter a negative number for D1 the distance will be along the base-

line in the opposite direction. 

4. Click on one of the marker buttons, either temporary (blue) marker or the permanent (red) 

marker. Repeat to place as many markers as you need. 

Once the markers are placed in the drawing, you can snap lines or vehicles to them so they are placed 

exactly at the desired location. 

LŦ ǘƘŜ ƳŀǊƪŜǊ ƛǎ ǇƭŀŎŜŘ ƻƴ ǘƘŜ ǿǊƻƴƎ ǎƛŘŜ ƻŦ ǘƘŜ ōŀǎŜƭƛƴŜΣ ǘƘŜƴ ŎƭƛŎƪ ƻƴ ǘƘŜ άCƭƛǇέ ōǳǘǘƻƴ ŀƴŘ ǇƛŎƪ ǘƘŜ 

marker again. It will place the marker on the opposite side of the baseline. Once you select the Flip fea-

ture it will stay selected until you click on it again. 
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EZ Triangulation: With triangulation measurements, two reference points are needed. Other points are 

located as being at the intersection of 2 lines based on radial measurements. 

²ƘŜƴ ȅƻǳ ǎǿƛǘŎƘ ǘƻ 9½ ¢ǊƛŀƴƎǳƭŀǘƛƻƴΣ ȅƻǳΩƭƭ ƴƻǘƛŎŜ ǘƘŜ ŎƻƭƻǊ ƻŦ ǘƘŜ ŀǊǊƻǿǎ ŎƘŀƴƎŜ ǘƻ ǊŜŘ ǎƻ ȅƻǳ ƪƴƻǿ 

which mode you are using. Entry fields are D1 (distance from point 1) and D2 (distance from point 2). 

Exercise 

1. Click on the bulls-eye to set the reference points. 

2. Click or snap on the screen to set your first reference point. Click on the screen to set your 

second base point (note distance on bottom right). 

3. The base points will be shown as magenta colored triangles with cross hairs inside them. Click 

on the number pad to enter the first distance (D1). This is the length of the radius from the first 

reference point to the marker. 

4. Click in or tab to the second field (D2). This is the length of the radius from the second reference 

point to the marker. 

5. Now pick a marker, either a temporary (blue) marker or a permanent (red) marker. Where the 

two radii intersect (entered above) is where your marker will be placed. If the marker is on the 

wrong side of thŜ ōŀǎŜƭƛƴŜ ǘƘŜƴ ŎƭƛŎƪ ƻƴ ǘƘŜ άCƭƛǇέ ōǳǘǘƻƴ ŀƴŘ ǎŜƭŜŎǘ ǘƘŜ ƳŀǊƪŜǊ ŀƎŀƛƴΦ ¢Ƙƛǎ ǿƛƭƭ 

place the marker on the opposite side of the reference points. REMEMBER - Once you select the 

Flip feature, it will stay selected until you click on it again. 

6. Repeat steps 3 through 5 to place any remaining points. 
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Coordinate Date Table: Data is entered in a spreadsheet format and give you an instant preview. 

The entered data is automatically updated. 

 

The Coordinate Data Table is a very powerful tool, that can save you time and help achieve accurate 

diagrams. 

1. When you type in coordinate data, it will automatically provide a preview. 

2. Can automatically generate lines and curves (join like descriptions, SC for start curve and EC for 

end curve), 

3. Place your different test fields and line work on separate layers automatically. 

4. EDITABLE preview window before you bring the data into the diagram. 

5. SEARCH & FIND ς left click on the point number and it will highlight with a big red circle so you 

can find that point quickly on the screen. Release mouse for off. 

6. Right click in the row number to INSERT or DELEATE a row. 

7. Save your file if you made changes and rename it so you still have your original version if you 

need to compare. 

Data Type 

Data Fields 

Preview Window 
Text Size 

View Commands 

Baseline Orientation 


















































